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Abstract The HOPE mass spectrometer of the Radiation Belt Storm Probes (RBSP) mission (renamed the Van Allen Probes) is designed to measure the in situ plasma ion and
electron fluxes over 4π sr at each RBSP spacecraft within the terrestrial radiation belts. The
scientific goal is to understand the underlying physical processes that govern the radiation
belt structure and dynamics. Spectral measurements for both ions and electrons are acquired
over 1 eV to 50 keV in 36 log-spaced steps at an energy resolution EFWHM /E ≈ 15 %.
The dominant ion species (H+ , He+ , and O+ ) of the magnetosphere are identified using
foil-based time-of-flight (TOF) mass spectrometry with channel electron multiplier (CEM)
detectors. Angular measurements are derived using five polar pixels coplanar with the spacecraft spin axis, and up to 16 azimuthal bins are acquired for each polar pixel over time as the
spacecraft spins. Ion and electron measurements are acquired on alternate spacecraft spins.
HOPE incorporates several new methods to minimize and monitor the background induced
by penetrating particles in the harsh environment of the radiation belts. The absolute efficiencies of detection are continuously monitored, enabling precise, quantitative measurements
of electron and ion fluxes and ion species abundances throughout the mission. We describe
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the engineering approaches for plasma measurements in the radiation belts and present summaries of HOPE measurement strategy and performance.
Keywords Space plasma · Radiation belts · Ion mass spectrometry · Electron
spectrometry · RBSP

1 Introduction
The Radiation Belt Storm Probes (RBSP) mission is designed to understand the influence
of the Sun on the Earth’s space environment by studying the structure and dynamics of
the Earth’s radiation belts and their response to energy and mass input by the solar wind.
The primary scientific objectives of this mission include discovering the physical processes
that govern acceleration and transport of radiation belt electrons and ions, understanding
the systematic dynamic balance between particle acceleration and loss, and understanding
the causal drivers of these processes in the context of geomagnetic storms. By studying and
understanding these processes, we will better understand and predict space weather hazards
and their impact on the world’s space infrastructure as well as for the manned space program.
The RBSP mission consists of two sun-pointing, spin stabilized spacecraft (A and B) with a
nominal spin period τSC of ∼12 sec. The spacecraft are placed into a 0.1 × 4.8 RE altitude
orbit at a 10◦ inclination.
The HOPE mass spectrometers, one for each of the two RBSP spacecraft and designated
HOPE-A and HOPE-B, are one of three pairs of instruments of the Energetic Particle, Composition, and Thermal Plasma (ECT) suite (Spence et al., this issue), whose key science
objectives in support of the RBSP mission include:
1. Determine the physical processes that produce radiation belt enhancement events,
2. Determine the dominant mechanisms for relativistic electron loss,
3. Determine how the inner magnetospheric plasma environment controls radiation belt acceleration and loss, and
4. Develop empirical and physical models for understanding and predicting radiation belt
space weather effects
HOPE was designed to measure the crucial populations of the plasmasphere, plasma sheet,
and lower-energy ring current, including the relative composition of the most abundant ion
components (H+ , He+ , and O+ ) as well as electrons, over the 0.001–50 keV energy range
of the core plasma populations. The two other instruments on the ECT Suite, Relativistic Electron Proton Telescope (REPT) (Baker et al., this issue) and Magnetic Electron Ion
Spectrometer (MagEIS) (Blake et al., this issue) extend the ion and electron flux measurements to 10 s of MeV. HOPE measurements will be used to understand how, when, and
where various types of plasma waves are produced to provide quantitative understanding of
their effects on radiation belt particles.
RBSP is the first mission dedicated to the comprehensive study of the physical processes that drive the structure and variability of the radiation belts. In situ measurement of
this region of the Earth’s space environment presents an extraordinary challenge due to the
large fluxes of penetrating radiation. In particular, substantial electron fluxes are typically
observed at energies that can exceed 15 MeV in both the inner radiation belt (typically centered near 1.5 RE ) and outer radiation belt (typically most intense near 4–5 RE at the Earth’s
magnetic equator), as well as inner belt proton energies that can exceed 100 MeV (Selesnick
et al. 2007). The penetrating radiation environment of the RBSP orbit is expected to produce
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substantial background counts in conventional plasma and ion mass spectrometers, which
presents the primary challenge for the HOPE design and measurement strategy.
Because of the harsh penetrating radiation environment of the radiation belts, a primary driver in the design of HOPE was minimizing the background count rates in the
electron multiplier detectors typically used for this type of measurement. Key mitigation
strategies incorporated into the design include bulk and spot shielding, use of time-offlight measurements to reject uncorrelated events associated with penetrating radiation,
careful charged particle optical design, and use of channel electron multiplier (CEM) detectors instead of microchannel plate detectors typically used for time-of-flight measurements.
The HOPE mass spectrometer measures the fluxes of H+ , He+ , O+ and electrons over
the energy range 0.001–50 keV. It has five angular pixels coplanar with the spacecraft spin
axis, acquires a complete ion or electron measurement each spacecraft spin, and alternates
between ion and electron measurements each spin. HOPE consists of four subsystems:
– The Door Subsystem consists of a once-open door that spans the entrance aperture of the
instrument to protect the instrument from particulate contamination and to maintain a nitrogen gas purge before launch to prevent contamination from hydrocarbons and humidity
to which the detectors are sensitive.
– The Electrostatic Energy Analyzer (ESA) Subsystem incorporates a “top-hat” ESA configuration that selects the charge of the incident plasma particle (ion or electron) as well
as the energy-per-charge passband of the incident ion or electron.
– The Time-of-Flight (TOF) Subsystem measures the time τTOF elapsed when an ion or
electron traverses a pathlength ∼3 cm between an ultrathin “Start” foil and a “Stop”
anode. This measurement provides ion speed that, coupled with the energy measurement
of the ESA Subsystem, provides ion mass.
– The Hope Electronics Unit (HEU) incorporates the electronics signal processing from
the detectors including TOF, scalars, low voltage power supplies, high voltage power
supplies, and communications with the spacecraft.
Because of the complexity of the HOPE measurement technique and strategy, we have
developed a comprehensive end-to-end instrument performance model whose subsystem
components have been individually and collectively validated through test and calibration.
The next section describes the scientific objectives associated with HOPE and measurements
needed to meet the scientific objectives. Detailed description of the HOPE mass spectrometer design, performance, and operation follow after this section.

2 Scientific and Measurement Objectives
Many other scientific missions have measured the electrons and/or ions that make up the
bulk thermal and suprathermal plasma distributions in the inner magnetosphere. However,
three aspects of the HOPE measurements make them unique. First, HOPE is the first mass
spectrometer uniquely designed to minimize the effects of penetrating radiation that have
severely impacted many other plasma measurements within the most intense portions of
the radiation belts. Second, HOPE’s measurements on both RBSP spacecraft will enable
resolving plasma populations and physical processes in space and time over a large range
of spatio-temporal separations. Third, HOPE is part of a comprehensive scientific payload
that is, for the first time, capable of resolving the global-scale, local-scale, and meso-scale
processes that control radiation belt processes and inner magnetosphere dynamics.
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The HOPE science requirements are driven directly by the RBSP mission requirements
and, in turn, drive the instrument performance and measurement requirements. We divide
the primary science topics that rely on the HOPE measurements into four areas: seed populations, sources of waves, substorms & ring current, and plasmasphere.
2.1 Seed Populations
Unlike solar energetic ions, radiation belt electrons cannot penetrate the magnetosphere
directly from the solar wind. Rather, the source of MeV electrons in the radiation belts
is lower-energy electrons that obtain MeV energies through the action of one or more
energization processes. Therefore the intensity (flux) of MeV electrons in the radiation
belts is a product of the strength of the energization process(es) and the number of
lower-energy electrons that are available to be energized. These lower-energy electrons
are referred to as the “seed population” for radiation belt electrons (Baker et al. 1986;
Obara et al. 2000).
However, there is no precise definition of the seed population for radiation belt electrons. Energization is continuous, e.g., 2 MeV electrons were once 1 MeV electrons, 1 MeV
electrons were once 500 keV electrons, etc. Of particular interest is the relative importance
of low energy electrons to the radiation belt seed populations, for which we must consider
phase space densities and the adiabatic invariants defined by guiding center theory (Roederer 1967). The adiabatic (or Hamiltonian) invariants that are typically used in radiation belt
physics are the gyro-invariant (μ or M) associated with gyration around the magnetic field,
the bounce invariant (J or K) associated with motion along a field line between the mirror
points, and the drift invariant (Φ, or L∗ ) associated with gradient-curvature drift (Schulz and
Lanzerotti 1974). Phase space density f = j/p 2 (where j is the particle flux and p is the
momentum) is conserved along a particle’s trajectory (in the absence of additions or losses).
The adiabatic invariants are functions of the magnetic field which varies spatially and tem2
/B is conserved, so as a particle moves
porally. For example, the magnetic moment μ = p⊥
in a changing magnetic field, B, its momentum changes and the relationship between flux
(as a function of position, energy and pitch angle) and phase space density (as a function
of μ, K, and L∗ ) changes. The HOPE instrument (and the entire ECT suite) was designed
with the requirement for continuous measurements of phase space density, at a variety of
μ and K, over the entire RBSP orbit. The HOPE energy range was required to span from
a few eV to ∼50 keV with energy resolution EFWHM /E < 20 % in order to provide contiguous energy coverage with good energy overlap with the MagEIS electron measurements
(Blake et al., this issue) and ion measurements from the Radiation Belt Storm Probes Ion
Composition Experiment (RBSPICE) instrument (Lanzerotti et al., this issue).
The conservation of adiabatic invariants implies that electrons that are transported over
large radial distances can gain large amounts of energy. If we consider only radial transport processes, the energy range that constitutes the source population depends on where
the electrons started. MeV electrons in the slot region (∼2 RE ) will have a source population energy of 100s of keV if they started at 5 RE but if they were transported from 7 RE
(as shown for shock-associated events like the March 1991 CRRES event (Li et al. 1993))
the source population is electrons with energies of 10 s of keV. Furthermore, it is not the
radial transport per se that energizes the electrons, it is the change of magnetic field. Under
extreme distortions of the geomagnetic field the radial gradients of field strength can also
be extreme and radial transport can produce larger energization than under quiet conditions.
The lowest possible energy from which seed populations can be accelerated to radiation belt
energies during so-called “super storms” is not yet known. Understanding the dependence
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of μ on E and L over the bulk plasma population is a critical result expected from the HOPE
measurements.
The above discussion describes the energy of seed populations that are directly energized
by a single process such as betatron acceleration. An equally important question is the role
of seed populations for MeV electrons that are accelerated through a combination of processes. Thermal plasma motion is controlled primarily by plasma (E × B) drift. However,
energetic particle motion is controlled primarily by gradient-curvature drift. Intermediate
energies undergo both types of motion. Therefore the energy-dependent phase space density
profiles provide a powerful tool for analyzing and interpreting multi-step energization and
the relationship between seed and radiation belt populations. For example, in one scenario,
substorm injection or large scale convection transports electrons from the plasma sheet to
the inner magnetosphere, energizing them from 100s of eV to 10s of keV. Radial diffusion
further transports and energizes the electrons to 100s of keV near the plasmapause. Finally
wave-particle interactions energize the electrons, locally, up to MeV energies. While this is
just one, hypothetical, example, a predictive understanding of a radiation belt event relies
on the spatial and energy distribution of seed electrons as much as on our ability to quantify
the various energization processes.
2.2 Sources of Waves
There is a growing consensus that gyroresonant wave-particle interactions play a key role in
the acceleration and loss of radiation belt electrons (Reeves et al. 2009) and, in particular,
for equatorially-mirroring electrons (e.g. Taylor et al. 2004; Chen et al. 2007) as evidenced
by peaks in the radial profiles of phase space density (e.g. Selesnick and Blake 1997; Green
and Kivelson 2004). Gyroresonant wave-particle interactions are frequently referred to as
a “local” acceleration (or loss) process because individual wave-particle interactions are
temporally brief and spatially localized along a particular magnetic field line. Nevertheless,
many of these interactions globally average over the drift motion of the electrons with a large
net impact on the radiation belts. When local acceleration or loss occurs in combination with
radial diffusion, additional mixing of processes occurs and is averaged over both the radial
and azimuthal dimensions.
Generally, five different wave modes can interact strongly with radiation belt electrons
(Horne and Thorne 1998) including magnetosonic (Horne et al. 2000) and Z-mode waves
(Glauert and Horne 2005). Two of the most important wave populations are whistler mode
chorus and electromagnetic ion cyclotron (EMIC) waves. Figure 1 (adapted from Summers
et al. 1998; Reeves 2007) schematically shows the production of chorus and EMIC waves.
Chorus waves are produced by the injection of plasma sheet electrons into the inner magnetosphere and their subsequent drift around the dawn side of the Earth. The injected electron
populations exhibit temperature anisotropies (parallel and perpendicular to B) that are unstable to whistler-mode wave growth. Plasma sheet ions are also injected into the inner
magnetosphere but, due to their opposite charge, drift around the dusk side of the magnetosphere where they can produce EMIC waves—particularly in high density regions such
as plasmaspheric plumes. The nature of anisotropic energy and pitch angle distributions determines the nature of the waves that are produced which, in turn, determines the nature
of interaction with relativistic electrons. Additionally, the characteristics of EMIC waves
are strongly controlled by the relative abundances of plasma ions, predominantly H+ , He+ ,
and O+ .
Plasma data can be used to test the instability conditions for various waves modes (Gary
1993). Instability thresholds for whistler (MacDonald et al. 2008), EMIC (Blum et al. 2009),
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Fig. 1 A schematic showing the expected source of free energy for the generation of VLF chorus waves (left)
and electromagnetic ion cyclotron waves (right) adapted from Reeves (2007). In this view of the equatorial
plane, electrons injected from the plasma sheet drift Eastward, believed to be generated through the electron
cyclotron instability by an anisotropic temperature distribution. This creates distributions that are unstable to
the growth of chorus waves, while injected ions drift west where they can produce EMIC waves, particularly
in high-density plasmaspheric plumes. These are only two possible generation mechanisms for a variety of
waves that can interact with radiation belt electrons

and magnetosonic mode (Thomsen et al. 2011) waves have been studied using LANL MPA
data from geosynchronous orbit. These techniques applied at geosynchronous orbit show
good comparison with other measures of waves, either in situ, remote, or from ground-based
measurements (e.g. Spasojevic et al. 2011; Blum et al. 2012). Superposed epoch analysis has
been used to infer the relative intensity of growth and loss wave processes at geosynchronous
orbit (MacDonald et al. 2010). RBSP on-board wave measurements will facilitate detailed
comparison with the plasma distributions. In addition, for EMIC mode waves, measurements
of the thermal ion composition will reduce assumptions in earlier analyses and enable more
detailed discrimination between different bands of EMIC mode waves.
The HOPE mass spectrometer will measure the key plasma distributions (including energy/pitch angle distributions and composition ratios) needed to understand the creation
of these waves, their properties (such as frequencies and wave normal), their propagation
and damping, and spatial distribution. Detailed comparison of the plasma distributions and
the wave properties measured by EMFISIS and EFW will provide critical tests of plasma
physics theory including whether wave growth can be explained by quasilinear theory or
whether nonlinear dynamics dominate the physics. These questions are particularly important in understanding how large-amplitude chorus (Cattell et al. 2008) is produced, whether
it is just an extreme form of “regular” chorus, and what plasma conditions are responsible
for such extremes.
The local plasma conditions that HOPE measures also control the propagation of waves
away from their generation region, along (or across) magnetic field lines. Relativistic electrons can interact at any point on the field line, and the effects on the radiation belts can
be quite different depending on where that interaction occurs. For example, chorus waves
are generated at the magnetic equator. Their wave normal angle controls the direction of
propagation, but the suprathermal plasma distributions control the Landau damping of the
waves and therefore how far off the equator they will propagate (Bortnik et al. 2007) as illustrated in Fig. 2 (from Reeves et al. 2009). Near the equator, wave-particle interactions affect
electrons with equatorial pitch angles near 90◦ where energization dominates. At higher
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Fig. 2 Chorus waves propagate from the equator following a specific pattern. Electrons that are injected on
the nightside drift eastward toward noon. Near midnight (in the gap in the outer torus), chorus waves are
strongly damped and stay near the equator. As the electrons drift, their distributions change, allowing chorus
waves to propagate to higher latitudes, where they may also further intensify before they eventually lose their
energy (see Bortnik et al. 2007). From Reeves et al. (2009)

latitudes, more field-aligned electrons are more strongly affected, and, for those equatorial pitch angles, energization is less rapid but pitch angle scattering is stronger. Therefore
whether chorus produces net enhancement or loss of radiation belt electrons may be strongly
dependent on the latitudinal extent of the chorus waves as well as the presence and amount
of damping.
As discussed above, the net effect on the radiation belts from “local” acceleration and
pitch angle diffusion derives from the drift-averaged effect of all local interactions. To date,
all theoretical predictions of “global” wave particle interactions take local energy and pitch
angle diffusion coefficients and drift-average this ensemble by applying a uniform weighting. A more accurate drift averaging would account for the magnetic local time (MLT),
radial distance (since drift paths are notat constant radius) and even temporal dependence
of the diffusion coefficients, i.e., D = D(MLT, R, t).
The two-spacecraft configuration of the RBSP mission, assisted by global modeling, is
critical for establishing the spatial, temporal, and activity-dependent correlations that enable extrapolation of local measurements to the global scale. Testing competing theories
and mechanisms requires measurements that can constrain each step in the complex chain
of coupled global plasma dynamics associated with wave generation, propagation, and coupling to radiation belt electrons. Our ability to quantify these steps will ultimately shape
our ability to predict, for example, whether a storm will increase or decrease radiation belt
fluxes (Reeves et al. 2003).
2.3 Substorms & Ring Current
Geomagnetic storms and substorms have a profound effect on the configuration and dynamics of the inner magnetosphere including the radiation belts. Storms and radiation belt events
occur together so often that they are sometimes considered to be synonymous. Figure 3, from
Reeves (1998), illustrates the strong association between storm activity and geosynchronous
MeV electron fluxes. However, that same study as well as subsequent studies showed that
this relationship is complex and that stronger storms do not necessarily have a stronger effect
on the radiation belts. Nearly all the processes that are thought to strongly affect the radiation belts (radial transport, wave-generation, electron energization, pitch angle scattering,
magnetopause losses, etc.) are generally stronger during storms compared to quiet times.
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Fig. 3 Geosynchronous relativistic electron fluxes (blue) and smoothed Dst (red) for the year 1993 show a
clear association between storm activity and electron flux enhancements. However, it is apparent that there is
not a one-to-one occurrence and that the intensities of electron fluxes and Dst minima are poorly correlated.
The precise relationship between radiation belt electron events and geomagnetic storms remains a mystery

Fundamental open questions that will be addressed by the RBSP measurements include the
relationship between storms and the radiation belts, whether a storm is a necessary condition
for a radiation belt event, and whether and how we can predict the effects of a given storm.
The HOPE and RBSPICE instruments are highly-complementary components of the
RBSP mission that will provide continuous and complete measurements of the ring current from essentially 0 to approximately 400 keV. They will both provide information
about the ion composition of the ring current that has been a critical, missing input for
ring current models (Daglis et al. 1999). The strength of a magnetic storm, as measured
by Dst, is proportional to the total energy in the ring current (Dessler and Parker 1959;
Sckopke 1966), which is, in turn, a function of the energy density spectrum and the composition. Figure 4 shows an example from the RAM ring current model (Jordanova et al.
1994) for a single point in the ring current with composition ratios that are independent of
energy. Observations from HOPE and RBSPICE on the two RBSP satellites will allow us to
determine the spatial, temporal, and activity-dependent correlations across the ring current
and relate changes in those distributions to the global electric and magnetic fields.
Ring current physics, a critical RBSP science objective, is also profoundly important for
interpreting radiation belt observations. As discussed above, the adiabatic invariants of radiation belt particle motion are essential parameters for understanding radiation belt processes.
The first invariant, μ, is a function of the local field which can be measured directly, but the
second and third invariants, K and L∗ , are integrals along a field line and around a drift shell,
respectively, and are dependent on a quantitative knowledge of the global magnetic field that
can only be obtained from models.
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Fig. 4 The differential energy
density of ring current ions
predicted by the RAM model for
an arbitrary geomagnetic storm
(courtesy, V. Jordanova). Ions in
the HOPE energy range
(<∼50 keV) are the source of the
high-energy ring current but also
comprise a substantial portion of
the total energy density in the
ring current

Figure 5 shows the profound effect of storm-time magnetic field reconfigurations on
relativistic electron phase space density calculations—particularly calculation of the third
invariant L∗ (Reeves et al. 2012). As the ring current builds up diamagnetic currents, the
geomagnetic field “inflates”. In order to conserve the third invariant (the total magnetic flux
enclosed in a drift shell), particles move outward, simultaneously changing energy and pitch
angle to conserve μ and K. This adiabatic rearrangement of particles is often called the
“Dst effect” (Kim and Chan 1997). Figure 5 shows the Dst and smoothed Dst indices (top)
and phase space density at fixed μ and K (bottom) for three geosynchronous spacecraft.
While the geosynchronous satellites orbit at fixed radius, the drift shells move across their
fixed positions which is equivalent to a “motion” in the L∗ coordinate. Because of these and
other factors, the HOPE ring current measurements are intimately linked to studies of phase
space density gradients for relativistic electrons and for independently assessing adiabatic
and non-adiabatic effects.
Storm-time dynamics cannot be fully studied without including the processes associated
with substorms, but non-storm-time (isolated) substorms can also have important effects on
the inner magnetosphere and the radiation belts. It has been hypothesized that substorms
may directly inject radiation belt electrons (Ingraham et al. 2001), but this mechanism has
not yet been fully verified. It is also possible that individual injections can produce the same
unstable plasma distributions and wave populations that are produced in storms but with different characteristics (spatial distribution, energies, etc.) and understanding the continuum
of activity from isolated substorms to major storms may be key to understanding the balance
of competing processes. In addition to the contributions discussed previously, HOPE measurements play a key role in understanding substorms by characterizing the plasma sheet, by
measuring the penetration depth and azimuthal extend of substorm injected populations, by
tracing the energy-dependent drifts and drift boundaries of electrons and ions, and by measuring the interaction of plasmas with different ionospheric and magnetospheric origins.
2.4 Plasmasphere
The RBSP mission will also provide a unique, new set of observations of the plasmasphere.
While plasmaspheric physics is not a direct objective of the RBSP mission, it plays a key
supporting role in the primary RBSP science objectives and is a rich target for collateral
scientific discovery.
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Fig. 5 The phase space density
(PSD) (color coded) as a function
of L∗ for three geosynchronous
satellites during a geomagnetic
storm in 2001. As the ring
current intensifies the drift shells
“inflate” which produces an
“apparent motion” of the
satellites to very low L∗ . From
Reeves et al. (2012)

Many of the unique aspects of HOPE measurements of plasmaspheric populations come
from the two-satellite configuration of RBSP. As the satellites lap one another in their orbits,
we will obtain radial profiles of the plasmasphere separated in time by minutes to hours. At
the low L-shells of the plasmapause, the inbound and outbound legs of the orbit are separated
in MLT by large angles. The plasmapause and structures within it respond to changes in the
large-scale convective electric field on a variety of time scales that have yet to be fully
investigated (Carpenter 1995).
The dynamics of the plasmasphere also have a direct effect on the structure and dynamics of the relativistic radiation belt electrons. Lyons and Thorne (1973) showed that
the equilibrium structure of the electron radiation belts—the inner belt, slot region, and
outer belt—could be explained by a balance between radial diffusion rates (as a function of L-shell) and losses due to atmospheric precipitation from whistler hiss inside the
plasmasphere. Li et al. (2001) used SAMPEX data to produce a dramatic illustration correlating the inner edge of the outer electron belt with the location of the plasmapause.
Figure 6, adapted from their paper, shows MeV electron fluxes from 1992 to 2004 as
a function of “McIlwain” L. Also plotted are sunspot number, solar wind velocity, and
the plasmapause location based on a statistical model (Carpenter and Anderson 1992).
Both the SAMPEX electron flux and plasmapause location were averaged over 30 days
to highlight losses consistent with average loss lifetimes in the plasmasphere of roughly
10 days.
Statistical models such as Carpenter and Anderson (1992) or O’Brien and Moldwin
(2003) treat the equatorial plasmasphere statistically, considering only large scale features,
an inadequate approximation for radiation belt physics applications. As with chorus or
EMIC waves, the effects of pitch angle scattering by plasmaspheric hiss must be averaged
over the drift path of an electron. For drift paths fully within the plasmasphere, simple models of day-night asymmetry may suffice, but, for drift paths that intersect the plasmasphere
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Fig. 6 SAMPEX electron flux measurements (#/cm2 -s-sr) over the energy range 2–6 MeV are shown in the
bottom panel. The yellow vertical bars on the horizontal axis are marks of equinoxes. The color bar is log
scale, and L values are in bins of 0.1 L. Sunspot number and average solar wind velocity for the same period
are shown in the top panel. Adapted from Li et al. (2001)

over only part of the orbit, the shape of the plasmasphere is critical. Plasmaspheric plumes
drain the outer layers of the plasmasphere to the magnetopause and, when they are present,
they intersect all trapped electron orbits (see Fig. 1).
As previously discussed, plasmaspheric plumes play another role in the production, propagation, and effects of EMIC waves. Generally the ring current lies outside the location of
the plasmasphere, although they can overlap because the low energy plasmaspheric plasma
and higher energy ring current plasma follow different trajectories. Since storms produce
both stronger ring currents and plasmaspheric plumes, this overlap typically occurs during
storms. This is shown schematically in Fig. 7 from the cover of the AGU monograph on
Inner Magnetosphere Physics and Modeling (Pulkkinen et al. 2005) (courtesy J. Goldstein).
The figure shows the plasmasphere and drainage plume derived using EUV images and the
modeled ring current from ENA observations from the IMAGE mission. This interaction
is thought to produce EMIC waves which have been proposed as the cause of the dropout
of relativistic electrons seen during the main phase of storms (e.g. Summers et al. 1998).
However, questions remain as to whether the interaction always produces EMIC waves
and, if so, whether those waves cause radiation belt dropouts (e.g. Meredith et al. 2003;
Turner et al. 2012).
2.5 Summary of HOPE Science Objectives
The HOPE measurement requirements traceability starts with the RBSP mission’s science
objectives. Achieving the mission science objectives depends on answering key science
questions such as in Table 1. For example, a key science question needed to determine the
physical processes that produce radiation belt enhancement events is knowing where, when,
and how local acceleration leads to relativistic electron acceleration. For example: How are
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Fig. 7 This figure illustrates the
overlap between plasmaspheric
drainage plumes (in green,
derived from IMAGE EUV
observations) and energetic ring
current ions (in orange, derived
from inversion of ENA
observations)

plasma waves produced? What are the plasma distributions that provide the free energy?
How do those waves interact with relativistic electrons? What are the effects on energy and
pitch angle distributions? These questions lead to specific science measurement objectives.
Those that are specific to the ECT suite include measuring radial phase space distributions
and gradients, measuring energy and pitch angle distributions for both plasma and radiation belt particles, and measuring the plasma density and composition. Those measurements
enable us to test the cause and effect of specific energization processes. The measurement
objectives for the ECT suite drive specific measurement requirements for each instrument
in the suite as shown in the final column of Table 1. The implementation of these scientific
objectives through the HOPE mass spectrometer is the focus of his paper.

3 HOPE Mass Spectrometer Description
Because of the intensity of the penetrating particle flux in the radiation belts, the overall
design and operation philosophy of HOPE was driven toward minimizing the effects of
this penetrating radiation on the measurement of plasma ions and electrons. We have incorporated six primary strategies to address this issue. First, substantial resources (including
modeling, simulation, and validation as well as instrument mass) were invested in shielding.
The interior of the instrument was protected by a minimum wall thickness of 0.89 cm Aluminum and nearly 1.8 cm in the vicinity of the channel electron multiplier (CEM) detectors.
Because of the exponential dependence of attenuation of energetic particles on shielding
thickness, mating surfaces were stepped at their interfaces, and machined features such as
vent holes were strategically placed to prevent a low-shielding pathway for energetic particles to penetrate into the instrument. Second, we exploit the time-of-flight measurement,
in which a correlated pair of events from a single incident plasma ion or electron is measured, to reject uncorrelated detected events associated with penetrating radiation. Third,
we incorporate CEM detectors instead of microchannel plate (MCP) detectors, which are
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Table 1 Key scientific and measurement goals for the HOPE mass spectrometer
Science objectives

Key science questions

Science measurement
objectives

HOPE
measurement
requirements

Determine the physical
processes that produce
radiation belt
enhancement events

What processes are
responsible for radial
transport and
acceleration?

Radial phase space
density (PSD)
distribution

Electron energy
(20–50 keV) and
pitch angle

Where, when, and how
do local acceleration
processes produce
radiation belt
acceleration?

Radial PSD distribution,
local PSD gradients,
pitch angle distribution,
plasma density and
composition

Electron energy
(10–50 keV) and
pitch angle;
plasma density
and composition
(H+ , He+ , O+ )

How does “prompt
acceleration” create new
radiation belts?

Radial PSD distribution,
ultrarelativistic
population, energetic
particle composition

Electron energy
(30–50 keV) and
pitch angle

How do plasma ‘seed’ or
source populations
influence the
characteristics of
relativistic electron
events?

Radial PSD distribution
before and after
acceleration events

Electron energy
(1–50 keV) and
pitch angle

Where, when, and how
are radiation belt
electrons scattered into
the atmospheric loss
cone?

Full electron pitch-angle
distribution and
intensities through outer
zone regions

Electron energy
(30–50 keV) and
pitch angle

What is the contribution
of magnetopause
shadowing to relativistic
electron loss?

Full electron pitch-angle
distribution and
intensities through outer
zone regions

Ions and electrons,
1 eV–50 keV;
composition (H+ ,
He+ , O+ )

How do we
characterize/model
adiabatic transport of
radiation belt particles?

Pitch angle distribution
of ions and electrons;
energy density of ring
current

Ions and electrons,
1 eV–50 keV;
composition (H+ ,
He+ , O+ )

How do the global and
local characteristics of
the plasma sheet and
plasmaspheric
populations control
radiation belt structure,
acceleration, and loss?

Effects of ring current
and plasmapause
structure on the outer
radiation belt

Ions and electrons,
1 eV–50 keV

How do we predict and
model spatial, spectral,
and temporal
characteristics of the
radiation belt
enhancements, over both
short and long times?

Radial PSD distribution
over wide range of solar
wind and geophysical
input conditions

Ion and electron
energy
(1 eV–50 keV)
and pitch angle

Determine the dominant
mechanisms for
relativistic electron loss

Determine how the inner
magnetospheric plasma
environment controls
radiation belt transport,
acceleration, and loss

Develop empirical and
physical models for
understanding and
predicting radiation belt
space weather effects
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typically used for plasma time-of-flight mass spectrometry. We have found that CEMs are
∼20 times less sensitive to penetrating radiation per cm2 of detection area. Independent
pairs of CEM detectors are used for each of the five polar angle pixels; the two CEMs of
a pair are separated by 1.96 cm center-to-center to minimize the probability that a single
penetrating particle traverses and stimulates counts in both detectors, resulting in a coincidence. This is the first use of CEM detectors for time-of-flight measurement of plasma ions
in space. Fourth, the charged particle optics design was carefully constructed so that only
secondary electrons generated at locations relevant to the TOF measurement (specifically,
the foil backside and the Stop anode) are steered to and collected by the appropriate CEM
detector; secondary electrons generated at other surfaces inside the instrument by penetrating radiation cannot reach a CEM and therefore cannot be detected. Fifth, we continuously
monitor and report both the count rate of correlated TOF measurements and rates of uncorrelated Start and Stop events. This provides a direct measure of the level of penetrating
radiation. Furthermore, during times of low penetrating particle flux, we can calculate from
these rates the absolute detection efficiency of the TOF subsystem, enabling quantitative
monitoring of the instrument health and performance for the duration of the mission. And
sixth, we additionally monitor penetrating radiation by reporting counts registered in long
TOF bins in electron mode, which primarily result from coincidences from uncorrelated
penetrating radiation, as well as short TOF coincidences in ion mode that are much faster
than H+ and result from individual penetrating particles.
3.1 Overview
The HOPE mass spectrometer is located on the +û panel of each RBSP spacecraft as shown
in Fig. 8. The HOPE field-of-view (FOV) is fan-shaped, with polar angle θ viewing that
extends nearly 180◦ , from +ŵ (the direction of the Sun) to −ŵ. The center of the HOPE
FOV views normal to the panel on which HOPE is attached, such that θ = 0◦ corresponds to
+û. Because the HOPE FOV lies in the same plane as the RBSP spin axis, HOPE therefore
uses the spin of the spacecraft to sample nearly 4π of space. The panel on which HOPE is
placed lies between the panels on which solar panels are attached so that the solar panels do
not obstruct the HOPE FOV.
The HOPE mass spectrometer, illustrated in Fig. 9, consists of three sensor subsystems
as well as the Hope Electronics Unit (HEU) subsystem. We describe the HOPE spectrometer
by following a charged particle through each sensor subsystem. The particle first transits the
door subsystem, which consists of a once-open door that spans the entrance aperture and is
retracted during instrument commissioning. The particle then enters the toroidal “top-hat”
electrostatic energy analyzer (ESA) subsystem, which has a fan-shaped FOV (nearly 180°
in polar angle θ and 4.5° FWHM in azimuthal angle φ) coplanar with the spacecraft spin
axis. The ESA subsystem accepts only charged particles within a specific energy-per-charge
(E/q) range as defined by the bipolar, adjustable bias VESA applied to its inner toroidal
dome. Because we expect the preponderance of ions to be singly charged (q = +1), we
henceforth assume that all ions detected are singly ionized and that the ESA subsystem
provides measurement of an ion’s energy E. VESA is defined using an adjustable bipolar
power supply with maximum voltage ±7.5 kV that toggles polarity every 12 s (the nominal
RBSP spin period) so that ions and electrons are measured during alternate spins.
A charged particle exiting the ESA subsystem enters the TOF subsystem, which has five
independent polar pixels, each incorporating a linear, foil-based time-of-flight measurement.
The pixels are arrayed at polar angles θ corresponding to 0° (perpendicular to the spin axis),
±36°, and ±72°. The TOF drift boxes for the pixels are together biased to VTOF = −11 kV in
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Fig. 8 HOPE is accommodated on the +û panel of the RBSP spacecraft, and the center of HOPE’s fieldof-view is +û. The sun lies in the +ŵ direction. The inset photo shows HOPE-A integrated onto the spacecraft, adjacent to the EFW wire boom antenna. The other particle instruments on RBSP, shown in the figure, are the Magnetic Electron Ion Spectrometer (MagEIS), Relativistic Electron Proton Telescope (REPT),
Relativistic Proton Spectrometer (RPS), and Radiation Belt Storm Probes Ion Composition Experiment (RBSPICE)

ion mode and VTOF = +1.5 kV in electron mode to accelerate the particles into the foil. This
acceleration helps mitigate the energy straggling and angular scattering effects of the foil.
This bias scheme also enables constant front and rear CEM detector biases, independent of
whether ions or electrons are being measured. In the drift box, a charged particle transits the
foil and generates secondary electrons from the foil’s exit surface that are detected and start
a timer. The charged particle then traverses the drift region of length ∼3 cm, whereupon
it strikes the Stop anode, generating Stop secondary electrons that are detected and stop
the timer. Particle speed is derived from the ratio of the travel distance over the elapsed
time. Particle mass is then derived from speed measured in the TOF subsystem and energy
measured in the ESA subsystem. A summary of HOPE performance and resources are listed
in Table 2.
The instrument response to a charged particle is a function of its species as well as its
incident energy E, polar angle (θ ) and azimuth angle (φ). Our approach to design, characterize and quantify instrument performance has been to first develop performance models
for each subsystem and validate these subsystem performance models by testing of prototype and flight subsystems. We then couple these models into an end-to-end performance
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Fig. 9 Cross section of the HOPE mass spectrometer illustrating the three sensor subsystems and the trajectory of a proton through the instrument (magenta) and the trajectories of secondary electrons generated
by the impact of the proton with the start foil and stop anode (yellow). The HOPE Electronics Unit (HEU)
subsystem is not shown

model that is validated through flight instrument calibration. This section describes the sensor subsystems as well as the validation testing of the subsystems and their models.
3.2 Sensor Subsystems
The design of the HOPE sensor subsystems was driven by the challenging measurement
environment of the radiation belts. We therefore also include a section on radiation analysis
of the instrument.
3.2.1 Door Subsystem
The once-open door, successfully opened as one of the first activities of instrument commissioning, provides a barrier to particulate contamination that can cause electrostatic discharge
points in regions of high electric fields (such as in the ESA subsystem). It additionally serves
as a non-hermetic seal for the N2 purge of the instrument interior that helps prevent migration of volatile hydrocarbons and water to the CEM detectors, whose performance could be
degraded by significant exposure to these species. The door was closed during transport of
the flight units, during most spacecraft-level testing, and through launch; the instrument was
purged with N2 up to launch.
Figure 10 schematically shows the door in the closed and opened configurations. The
door, made of 0.10-mm-thick 718 Inconel, is self-retracting with a force of 1.6 N around a
hub that is located outside of the aperture FOV. The top and bottom edges of the door are
captured within channel guides located above and below the entrance aperture of the ESA
subsystem. Key surfaces of the guides and door were coated with Dicronite to minimize
friction and prevent generation of particulate during testing. The action of the door is similar
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Table 2 Summary of HOPE Mass Spectrometer performance and resources
Species

H+ , He+ , O+ , e−

Energy range

0.001–50 keV

Energy resolution

16 % @1 eV, 12 % @ 50 keV

Energy steps (reported)

36

Energy sweep period

750 ms

Mass resolution, m/m

≥2 FWHM

Polar pixels, center locations (θ)

00 , ±36°, ±72°

Polar angle (θ) resolution

18◦ Full width

Azim. angle (φ) resolution

4.5◦ FWHM

Azim. sector angle (φS ) width

750 ms/τSC × 360°
(22.5◦ for τSC = 12 sec)

Dimensions

19.6 cm × 19.6 cm × 33.5 cm

Mass: HOPE A, HOPE B

18.06 kg, 18.07 kg

Power (BOL, predicted EOL)

18.2 W, 23.0 W

Telemetry Rate

9.32 kbps

H+ Geometric Factor per polar pixel, GI (cm2 sr eV/eV)

1.25 × 10−3 cm2 sr @ 1 eV
1.3 × 10−3 cm2 sr @ 50 keV

Electron Geometric Factor per polar pixel, GE (cm2 sr eV/eV)

2 × 10−4 cm2 sr @ 1 eV
1.1 × 10−5 cm2 sr @ 50 keV

Temperature limits (operating, survival)

−25 to +55 °C, −30 to +60 °C

to that of a self-retracting tape measure. The end of the door has a multipurpose tang: it holds
the door in closed position, it prevents full retraction of the door around the hub, and it is
used as a handle to close the door when it is manually reset.
In its closed position, the door is kept in place by an “L”-shaped pivot arm, with one
end connected to a TiNi shaped memory alloy (SMA) pin-puller and a tab at the other end
contacting the door tang. The pivot arm uses a constant force (10 lb/in) coil spring. Actuation, performed by command to the instrument, retracts the pin of the pin-puller, allowing
the pivot arm to rotate and release the tang. This releases the door, which self-retracts over
the entire HOPE entrance aperture. The door and pin-puller must be manually reset after
activation. Prototype and engineering models of the door were fabricated and extensively
tested to validate the design. The engineering model was deployed in excess of 100 times
without a single failure.
3.2.2 Electrostatic Energy Analysis (ESA) Subsystem
The ESA subsystem consists of a toroidal top-hat electrostatic analyzer (ESA) (Carlson
et al. 1983; Young et al. 1988) that allows particles of a specific charge (+ or −) and within
a specific energy-per-charge (E/q) range and angular range to pass to the TOF subsystem,
where they are detected. For our time-of-flight classification scheme, we assume that the
ions measured by HOPE are singly ionized, i.e., q = ±1. The top-hat geometry efficiently
rejects ultraviolet light, which can stimulate the CEM detectors, from the instrument interior.
The ESAs are blackened by the Ebonol-C process to further enhance UV rejection.
The top hat consists of a parallel plate entrance section that accepts charged particles over
a polar angle θ range of nearly 180° and acts as a collimator and restricts the azimuthal (φ)
field-of-view. The angular field-of-view is thus fan-shaped (180° × 4.5°), with the center of
the fan at (θ, φ) = (0°, 0°) aligned in the +û spacecraft direction and perpendicular to the
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Fig. 10 Door (blue) and pivot
arm (yellow) in closed (top
panel) and open (bottom panel)
configurations. The mechanism
that releases the pivot arm is a
shaped memory alloy pinpuller
(orange cylinder, above door)

spin axis. As the spacecraft spins, HOPE samples a complete 2π radians in azimuth over
each spacecraft spin, forming the fundamental cadence for accumulation of a complete ion
or electron histogram (shown in Fig. 38).
A charged particle that transits the top hat entrance section next encounters concentric
electrodes in a toroidal geometry with a bending angle of 90°. The outer electrode, which
lies at ground potential and serves as an exterior wall for the instrument, has bending radius
of 59 mm. The inner electrode, biased to VESA , has a 7 mm toroidal radius and a central
bending radius 55 mm, resulting in a plate separation of 4.0 mm. VESA is set using an adjustable bipolar power supply with maximum voltage |VESA | = 7.5 kV; the polarity toggles
between spacecraft spins, allowing measurement of ions and electrons for negative and positive polarity, respectively.
The HOPE top hat charged particle optics design was modeled using SIMION (Dahl
2000) in 2.5 D that exploited the cylindrical symmetry of the top-hat. In general, the optics
of electrostatic fields scale linearly with applied voltage, are independent of charged particle
mass, and are charge-symmetric (particles of opposite charge follow identical trajectories if
electrode polarities are reversed). However, this model also includes the closest components
of the TOF subsystem (the ultrathin foil and its mounting plate at the entrance of the TOF
drift box, all biased to VTOF ) to properly couple the performance models of the ESA and
TOF subsystems. Because VTOF is different between ion (VTOF = −11.0 kV) and electron
(VTOF = +1.5 kV) detection modes and remains constant as VESA changes, we both expect
and observe small variations in the energy, angle, and throughput response of the ESA subsystem to ions and electrons. The ESA and TOF subsystem models are coupled at the planar
entrance surface of the foil, and the ion and electron spatial and velocity distributions at
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Fig. 11 The geometric factor
GESA per polar pixel for the
ESA subsystem varies
systematically with energy as
GP ∼ log(E) and exhibits a
small difference between incident
ions (black symbols) and
electrons (blue symbols). The
lines are empirical fits

this location derived from the ESA subsystem performance model are input into the TOF
subsystem performance model.
SIMION simulations of the ESA were performed for both protons and electrons over
the full HOPE energy range of 1 eV–50 keV under two types of incident angle conditions.
First, simulations were run with a parallel beam of input particles, corresponding to fixed
incident polar and azimuthal directions, which best describes the laboratory ion and electron
beams for validation through test and calibration (discussed below in connection with HOPE
calibration measurements). Second, simulations were run with incident ions and electrons
uniformly distributed over all angles and energies within the acceptance range of the instrument, allowing determination of the instrument geometric factors for an ambient charged
particle flux that uniformly fills a pixel in angle and energy, which is more representative of
the magnetospheric environment.
These simulations derived the full width at half maximum (FWHM) energy resolution
EFWHM /E ≈ 15 % and the azimuth angle resolution φ of ∼10° full width (FW) and
∼5° FWHM. The geometric factor for a toroidal electrostatic is derived using Gosling et al.
(1978) and Young et al. (1988). Figure 11 shows the resulting geometric factor GESA for
the ESA subsystem per polar pixel (which each span 18° in polar angle) as a function of
incident energy for both protons and electrons. Because particles of the same charge and
energy but different mass follow identical trajectories in a static electric field, the proton
results apply identically to He+ and O+ . GESA is found to depend slightly on energy as
GESA ∼ log(E), with small differences between ions and electrons. These simulations were
used to appropriately size the foil.
The ESA analyzer constant k = EC /VESA is a key parameter describing the central energy
EC of an energy passband as a function of the applied bias VESA . The analyzer constant
is based on the ESA geometry but can vary slightly due to factors such as error in the
concentricity of the electrodes and fabrication variations within the machining tolerances
of the electrodes. The value k = 7.035 was derived for both HOPE-A and HOPE-B during
calibration, in good agreement with the value of k = 6.90 derived using the charged particle
optics model for an ideal instrument with no alignment or machining imperfections.
As the spacecraft spins through 360° in azimuthal angle, HOPE systematically acquires
ion or electron energy histograms over five swaths of polar angle. Furthermore, VESA is
stepped over the full instrument energy range (1 eV–50 keV) 16 times every 12 seconds,
which is the nominal spacecraft spin period. Therefore, HOPE acquires a complete energy
spectrum at 80 locations over the full sky; we selectively combine some azimuthal pixels
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Fig. 12 The TOF subsystem consists of 5 independent polar pixels, each with a TOF drift box and pair of
CEM detectors. Ion speed is determined by its time-of-flight τTOF over ∼3 cm between the carbon foil and
stop anode

with overlapping fields-of-view at higher polar angles and reduce these to 40 locations that
are nearly uniformly distributed over 4π sr from which we derive the full plasma distribution
function. Details of this strategy are provided later in Sect. 4.2.1.
3.2.3 Time-of-Flight Subsystem
The TOF Subsystem was designed to allow robust species separation of H+ , He+ , and O+
as well as a coincidence measurement of incident electrons within a high penetrating background environment. HOPE employs a standard linear, foil-based TOF measurement technique (e.g., Wüest 1998). Because this is a standard technique as a diagnostic for space
plasma ions, the physical processes governing almost all aspects of its performance have
been individually studied and documented.
A charged particle exiting the ESA subsystem enters the TOF subsystem (Fig. 12), which
consists of five independent polar pixels arrayed at polar angles of 0° (perpendicular to the
spin axis), ±36°, and ±72°. Each polar pixel has a TOF drift box biased to VTOF and consists of an ultrathin carbon foil at the entrance, a drift region of ∼3 cm, and a Stop Anode,
which is shaped like a trough. The charged particle transits the foil, generating secondary
electrons at the foil’s exit surface that are steered to the “Start” CEM detector by the tailored
electric field between the TOF drift box and the CEM detectors. Detection of a Start pulse
initiates a timer. The particle continues to the Stop Anode, where it generates “Stop” secondary electrons that are optically steered to the Stop CEM detector, generating a Stop pulse
that stops the timer. The charged particle’s speed is calculated from the measurement of its
time-of-flight τTOF over the drift region. We can calculate the charged particle’s mass from
knowledge of its speed in the TOF subsystem and its incident energy E from the ESA subsystem. In practice, for each VESA setting (i.e., each energy passband), the times-of-flight of
H+ , He+ , and O+ uniquely lie within separate TOF ranges; instead of calculating the timeof-flight of individual ions as they are detected, we identify the ion’s species at each energy
by binning each TOF measurement within these unique TOF windows.
The full TOF window is 160 ns, which is divided into 64 time bins, each of which is
2.5 ns. This window is longer than required, as the slowest ions (incident 1 eV O+ accelerated by VTOF = −11 kV) have a characteristic TOF of ∼100 ns; in contrast, the fastest
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Fig. 13 The HOPE TOF
Subsystem consists of five polar
pixels each with a pair (Start and
Stop) of CEM detectors. Polar
pixels are identified from 1 to 5 in
a clockwise direction as shown in
the top photograph. Polar Pixel 3
is centered on the +û spacecraft
vector (refer to Figs. 8 and 9).
Polar Pixels 1 and 5 lie in the
û–v̂ plane, with Pixel 1 located
18◦ from −v̂ (anti-sunward) and
Pixel 5 located 18◦ from +v̂
(sunward). A close-up of
HOPE-B Pixels 2–4 is shown in
the lower photograph. The CEMs
are mounted behind a plate
electrode that resides at the same
bias as the front of each CEM
pair, VCEM_F

ion TOF measurement is 3–4 ns for 50 keV H+ . Because the TOF of incident 1 eV–50 keV
electrons is short (τTOF < 2 ns), in electron mode we use a short TOF measurement only as a
coincidence measurement for electrons and retain longer TOF events to monitor background
penetrating radiation. We have incorporated a ∼10 ns delay on the Stop pulses to ensure that
electrons are all measured with a positive value of τTOF and, therefore, a valid coincidence.
The bias VTOF of the TOF drift box is nominally −11 kV in ion mode and +1.5 kV
in electron mode to accelerate the particles before they impact the foil. This mitigates the
energy straggling (Allegrini et al. 2006) and angular scattering (Funsten et al. 1993) of the
particles in the foil. This bias scheme also enables constant front and rear CEM detector
biases, independent of whether ions or electrons are being measured. For each polar pixel,
the Start and Stop CEMs are mounted into rectangular apertures in an electrode plate located
opposite the drift box, as shown in Fig. 12. Both CEMs are biased at a fixed front voltage
VCEM_F = +4.4 kV, such that secondary electrons generated at the start foil and the stop
anode are accelerated into the Start and Stop CEM detectors, respectively. The CEM rear
bias is nominally set to VCEM_R = +6.8 kV and is adjustable up to a maximum of +9.0 kV.
The assembled TOF subsystem is shown in Fig. 13.
Considerable effort was directed toward the charged particle optics design of the TOF
subsystem to efficiently steer and detect secondary electrons emitted only from the foil and
anode surfaces, as well as to minimize detection of electrons from all other surfaces in the
TOF subsystem. The preliminary optics design was described by MacDonald et al. (2009).
Importantly, because (1) the electric field geometry that governs these secondary electron
trajectories is solely defined by two electrodes (the TOF drift box at VTOF and plate electrode
at VCEM_F ), and (2) Start and Stop secondary electrons are born nearly at rest (<10 eV) compared to the their acceleration energy q(VCEM_F − VTOF ) into the CEM detectors (minimum
of 3.9 keV in electron mode), the secondary electrons follow trajectories that are nearly

444

H.O. Funsten et al.

Fig. 14 2.5D electron-optic
simulations show the crossing
trajectories of Start and Stop
secondary electrons generated
from the backside of the foil and
from different locations along the
Stop anode, respectively. The
geometry was further refined
using full 3D simulations. This
geometry enabled efficient
secondary electron collection at
the Start and Stop CEM detectors
using only two voltages, VTOF
and VCEM_F , independent of the
energy of the incident particle

independent of VTOF , as demonstrated by subsystem testing and flight instrument calibration. This two-electrode design with crossing Start and Stop secondary electron trajectories
enabled tremendous simplification of overall design and operation of the TOF subsystem.
Furthermore, the separation of the polar angles into five independent polar pixels eliminates
electronic cross-talk between pixels or crossing of secondary electron trajectories from one
pixel to another.
The TOF subsystem was modeled with SIMION (Dahl 2000) in both 2.5-D and 3-D and
validated through prototype testing and flight unit calibration. Charged particle optics optimization was performed through a complex parameter space, defining the foil dimensions,
drift box dimensions, stop anode geometry, distance of CEM detectors and detector electrode plate from the drift box, and locations of the Start and Stop CEM detectors relative to
the foil and stop anode, respectively. Figure 14 illustrates the trajectories of Start and Stop
secondary electron trajectories for ion mode (VTOF = −11 kV, VCEM_F = +4.4 kV) using a
2.5D electron-optic simulation with near-flight dimensions of the drift box geometry, CEM
detector locations, and plate electrode to which the CEM detectors are attached. Start secondary electrons are emitted at energies of 0.2, 2, and 10 eV, while Stop secondary electrons
are emitted at 2 eV; all are emitted within a half cone angle of 45° relative to the emission
surface normal. The secondary electrons follow trajectories from the Start foil and Stop anode that accurately map to the appropriate CEM detector and result in a collection efficiency
>90 %.
The TOF Subsystem development followed a methodical series of electron-optic modeling and validation steps. Full 3D electron-optic modeling was performed for incident H+ ,
He+ , O+ , and electrons. For these simulations, the charged particles were initially input at
specific locations of the foil to optimize the geometry of individual parts of the drift box;
final simulations were performed using ion locations at the foil representative of the output
from the ESA subsystem. Secondary electrons, which were generated where the ions exited
the Start foil and struck the Stop anode, were modeled using a Gaussian energy distribution
(with 2 eV mean and 2 eV FWHM) and random angular emission within a 45◦ half cone
angle relative to the local surface normal. In addition to optimization of the electron-optics
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Fig. 15 3D electron-optic simulations were validated using a prototype polar pixel with an imaging MCP
detector placed at the location of the CEM detectors. The left and center panels show the spatial distribution
of normalized detected secondary electron counts for incident 10 keV H+ (left panel) and O+ (center panel)
with VTOF = −11 kV. The distributions at vertical positions centered near −10 mm and +10 mm correspond
to Start and Stop secondary electrons, respectively. The right panel shows the vertical distribution of start and
stop secondary electrons from incident 10 keV H+ compared to electron-optic simulations in which the anode
is broadly illuminated, showing the extent and positioning of collection required of the Stop CEM detector

of the TOF Subsystem, these models were used to estimate the TOF spectra for each of the
charged particle species.
These simulations were initially validated using a polar pixel prototype with an imaging
MCP detector placed at the location of the electrode plate to which the CEMs are attached.
The left and center panels of Fig. 15 show the distribution of counts (normalized to unity)
of secondary electrons emitted from the TOF drift box for incident 10 keV H+ and O+ for
VTOF = −11 kV. Distinct Start and Stop distributions are centered near vertical locations of
−10 mm and +10 mm, respectively, and each distribution lies within an area of ∼5 mm
(vertical) x ∼ 12 mm (horizontal). The peaks observed in each panel near 0 mm vertical are
artifacts of the resistive anode of the MCP detector, which centroids the coincident detection
(within several 10 s of ns) of start and stop electrons.
Figure 15, right panel, shows the vertical distribution of secondary electrons (red line)
for the 10 keV H+ prototype results in comparison with 3D SIMION simulation results for
incident 1 eV O+ (green points and line). For this worst-case simulation, the Stop anode is
fully illuminated due to scattering of O+ in the foil and results in a broader Stop secondary
electron distribution. The funnel dimensions of the flight CEM detectors were 8 × 20 mm to
fully cover this area. The flight CEM detectors are located 19.6 cm apart (center-to-center).
The blue line represents the counts (normalized to unity) from the prototype apparatus of a
2-mm-diameter H+ beam with the Start foil removed so that Start secondary electrons are
not generated. The resulting Stop peak is well defined because of no scattering of ions in the
absence of the foil; note also the absence of the artifact peak near 0 mm vertical because no
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Start pulses (and therefore no Start and Stop coincidences that result in a centroid peak by
the MCP resistive anode) are generated.
Further maturing the TOF subsystem design, the MCP detector was then replaced by
a polar pixel assembly with CEM detectors, from which TOF spectra were derived and
used for performance characterization and validation. A full 5-pixel subsystem was used to
validate performance over all pixels, and in particular demonstrating similar performance
of the two end polar pixels (Pixels 1 and 5) to the center polar pixel (Pixel 3) as well as
negligible cross-talk between polar pixels.
3D SIMION simulations were also used for identifying the areas in the TOF box other
than the Start foil and the Stop anode from which secondary and photo-electrons generated
by penetrating radiation can or cannot access a CEM. Potential regions in which electrons
generated by penetrating radiation might be focused to a CEM detector include the foil
frame around the foil’s exit surface, the back wall of the TOF drift box, and the side wall
electrodes that separate each of the polar pixels. From this analysis, the side wall geometry
was modified to a tab geometry (green sidewalls in Fig. 12) to eliminate electron emission
from the side walls near the foil and Stop anode that could be steered to the CEM detectors.
In the final design, only electrons emitted from the foil frame immediately adjacent to the
exit surface of the foil and emitted from the back wall near the Stop anode could be steered
to a CEM detector.
We describe each component of the TOF subsystem sequentially in more detail. Each
polar pixel has a carbon foil centered at polar angles 0°, ±36°, and ±72°, with inner and
outer radii of 60 mm and 68 mm and subtending 18° in polar angle. These foils are nominal
0.6 µg/cm2 carbon from ACF Metals and are mounted on 333 line per inch (lpi) Ni grids.
These grids have a typical transmission of TG = 70 % as measured using a 50 keV H+ beam
and are attached to a stainless steel foil frame with 160 mm2 open area.
Foils of this thickness have extensive flight heritage (McComas et al. 2004) and are robust
to sputtering at typical space plasma fluxes (Funsten and Shappirio 1997). Characterization
of each flight foil included thickness measurement through light ion scattering (Funsten
et al. 1992a) and pinhole characterization and quantification through heavy ion transmission (Funsten et al. 1992a, 1992b). Carbon foil thicknesses were measured within the range
1.5–1.8 µg/cm2 and averaged 1.6 µg/cm2 , and each foil had less than 1 % pinholes. The
instrument performance model and electron-optic model incorporates foil effects on ions
including angular scattering (Funsten et al. 1993), exit charge state (Funsten et al. 1993),
and energy loss (Allegrini et al. 2006). Interactions of incident electrons with the foil were
simulated using CASINO (Drouin et al. 2007; Demers et al. 2011).
We note that the RBSP mission poses a potential risk to high flux, reactive ion etching
of the ultrathin carbon foils near the ∼600 km altitude perigee at which the O+ density can
reach 105 cm−3 (Nosé et al. 2009). Reactive ions such as O+ can rapidly etch hydrocarbons,
at a much higher rate than physical sputtering by inert ions, by forming volatiles such as
CO and CO2 (Oehrlein et al. 2011); we similarly expect enhanced etch rates of carbon
foils from low energy O+ . The RBSP spacecraft speed approaches 10 km/s at perigee, thus
encountering an O+ ram flux of 1011 cm−2 s−1 and O+ ram energy of ∼8.2 eV. Considering
spacecraft charging up to −1.5 V at this altitude (Anderson et al. 1994), care must be taken
to ensure that HOPE does not measure ions less than 10 eV in the vicinity of perigee so that
the foils in the TOF subsystem are not exposed to the large O+ flux. Because of the need to
avoid this intense O+ flux near perigee, HOPE nominally operates with a minimum energy
of 1 eV in ion mode and 15 eV for electron mode except during a perigee segment (within
±20 min of perigee, below ∼3500 km altitude) in which the minimum energy is at least
15 eV for both ions and electrons.
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Fig. 16 The Stop anode shape
was optimized to minimize the
variation of the pathlength of
particles in the drift section due
to angular scattering in the foil
and to maximize the probability
that Stop secondary electrons are
steered into the Stop CEM
detector

In ion mode, Start electron production is the result of forward secondary electron emission from the carbon foil, with a mean forward secondary electron yield γ F = 0.61E 0.56 for
H+ incident at energy E in keV (Ritzau and Baragiola 1998). For heavier ions at the same
energy, the forward secondary electron emission yields are higher. The probability of a nonzero number of electrons emitted can be calculated using a Poisson distribution. In electron
mode, due to the lack of studies of electrons transiting carbon foils yields, we approximate
the yield using published data of electrons incident on thick targets (e.g., Seiler 1983).
Relative to the HOPE axis of cylindrical symmetry, the envelope of each TOF drift box
is 54 mm radius inner wall, 74 mm outer radius (foil frame and Stop anode), and spans
∼36°. Partial walls were added between each of the polar pixels to push secondary electrons
generated at the outer edges of the foil and Stop anode toward the appropriate CEM detector
as well as to provide a barrier to prevent incident ions and electrons that are highly scattered
at the foil in one pixel from reaching another pixel. The walls are strategically located and of
minimum size to minimize the surface area from which penetrating radiation can generate
electrons that might be detected as background.
The Stop anode, shown schematically in Fig. 16, was fabricated using Al 6061, whose
native aluminum oxide has been shown to enhance secondary electron emission for incident
electrons (Walker et al. 2008) and ions (Dietz and Sheffield 1975; Baragiola et al. 1979).
We expect that the native oxide will remain stable far beyond the nominal RBSP mission.
The shape of the anode was initially a spherical section with vertex in the middle of the foil
to minimize the variation of pathlength of incident particles (and therefore minimize TOF
variation of incident particles) in the drift section due to angular scattering in the foil. This
general shape was subsequently modified to enhance the electron-optic steering of Stop
secondary electrons to the Stop CEM, primarily by introducing a small tilt of the surface
toward the Stop CEM detector and a flatter bottom.
Each polar pixel has separate Start and Stop CEM detectors. The CEM detectors, Sjuts
KBL series, have a rectangular funnel with an entrance dimension 8 mm × 20 mm. All
CEMs were burned in to ∼0.1 C output charge to screen for infant mortality. The CEMs
are mounted in rectangular holes in the detector electrode plates; both the CEM fronts and
the electrode plates were biased to the same potential VCEM_F that is fixed to +4.4 kV using
three separate shunt regulators attached to Pixels 1&4, Pixels, 2&5, and Pixel 3. In front of
each CEM funnel is a 20 line per inch nickel grid to suppress secondary electrons generated
in the funnel. CEMs were selected and matched as pairs for each polar pixel based similarity
of gains measured during CEM burn-in as well as similarity of electrical impedance. The
gain curves derived before final instrument delivery are shown in the Calibration section.
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Fig. 17 Electronic shielding
within and between polar pixels
was found to reduce the level of
electronic cross-talk of sufficient
magnitude to register noise
counts. The intra-pixel shield
consisted of a copper sheet
sandwiched within Kapton that
surrounded a CEM detector as
shown in the figure. The
inter-pixel shield consisted of an
aluminum plate between the
polar pixels

Testing of CEMs was performed to assess intrinsic detector timing jitter, which is important for understanding TOF performance limitations and is used to appropriately design
the drift box geometry and TOF electronics. An ion beam was directed on a thin carbon
foil, generating secondary electrons simultaneously from the entrance surface, which were
detected by one CEM detector, and exit surface, which were detected by a second CEM
detector. Because electron transport from foil to detector is much shorter than CEM timing
jitter, the time difference between detected coincidences provides a measure of the timing
uncertainty of the CEM detectors. A delay line was inserted into the electronic chain of one
CEM so that all coincidences registered a positive timing difference. The FWHM of this
timing difference was found to be 3.5 ns FWHM, which was used to define the drift box
length and the required TOF electronics timing accuracy for each polar pixel.
Electronic cross talk was minimized with inter- and intra-pixel shields as shown in
Fig. 17. The intra-pixel shield is a sandwiched layer of copper and Kapton to provide
grounded signal isolation. Particle crosstalk between pixels was measured with a low energy, heavy ion beam (5 keV O+ ) to maximize angular scattering from the foil and therefore
maximize the leakage of scattered particles into adjacent polar pixels. No particle crosstalk
was observed as will be shown by the polar angle response in the Calibration section.
The performance of the TOF subsystem is governed by numerous complex physical processes, including angular scattering and energy loss of incident charged particles in the foil,
secondary electron emission statistics from the foil and the Stop anode, the steering of Start
and Stop secondary electrons into the appropriate CEM detector, and probability of detection of these secondary electrons. This ensemble of processes is difficult to model and can
change over time, so the subsystem performance model relies heavily on the extensive test
and calibration data acquired throughout instrument development and interpolation of these
empirical results over energy, angle, and species. We also report as routine HOPE data products both coincidence and non-coincidence count rates from which we monitor the absolute
detection efficiencies of each polar pixel of the TOF subsystem over the lifetime of the
mission.
3.2.4 Penetrating Radiation Analysis
The fundamental challenge for measuring the plasma environment in the heart of the radiation belts is minimizing the background from the high flux of penetrating radiation. As
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previously discussed, HOPE incorporates several strategies to mitigate this background. Of
these, shielding has the highest impact for removing this background. Because the penetrating radiation flux exponentially decreases with shielding thickness, small spots of thin
shielding can potentially compromise the diligent shielding in all other areas. Therefore,
extreme care was taken in the mechanical design to prevent this type of compromise, for example using step mechanical interfaces, strategically locating screw vent holes in any parts
used for shielding, and spot shielding key areas identified through simulations.
An empirical scaling analysis compared background count rates from the Magnetospheric Plasma Analyzer (MPA) on LANL satellites (Bame et al. 1993) in geosynchronous
orbit to the ambient penetrating particle radiation environment in the radiation belts to develop a basis for estimating detector background count rates over the RBSP orbit (MacDonald et al. 2006). Like HOPE, MPA used CEM detectors, although not in a coincidence
configuration. Signal-to-background coincident and non-coincident rates were estimated for
HOPE based on scaling of the orbit characteristics, instrument response functions, detector
response, and coincident timing window. These results were then used as a basis for simulation studies using a geant4 model (Agostinelli et al. 2003) to understand the susceptibility of
HOPE to penetrating radiation. Two studies were performed during development of HOPE
design, and a final analysis was performed for verification of the flight design, from which
we derived an expected accidental coincidence rate of ∼1 Hz. The analysis for the flight
instrument design was validated by agreement of the simulated flight instrument response
to its measured response from exposure to a 15 mCi 60 Co γ -ray source during calibration.
Decay of materials activated by MeV protons can induce backgrounds in instruments
(e.g., Väyrynen et al. 2009). HOPE activation analysis focused on materials within the
HOPE instrument and, especially, candidate materials for external wall shielding. Slugs of
stainless steel, tungsten copper, tantalum, aluminum, G11 fiberglass, copper, and 0.89 cm
aluminum shielded copper were exposed over ∼30 min to protons from 10–200 MeV in
25 MeV steps using the Alternating Gradient Synchrotron (AGS) (Lowenstein and Rusek
2007) at the NASA Space Radiation Laboratory (NSRL) at Brookhaven National Laboratory (BNL). The proton fluence was the equivalent of one orbit exposure as derived from
the AP-8 model (Sawyer and Vette 1976) at worst case at the RBSP orbit. The only material
exhibiting any long-term activation was copper, which took ∼3 hours to decay to background levels, confirming that significant amounts of copper should be avoided. Stainless
steel showed a similar initial specific activity after irradiation, but decayed to background
levels in ∼10 min; we therefore anticipate slightly enhanced background for up to ∼10 min
after exiting of the inner belt proton population.
Sensitivity analyses were performed during the design stage and for verification of statistically significant measurements during worst-case flux scenarios in the radiation belts.
These analyses used the Sector Shielding Analysis Tool (SSAT) (Santina et al. 2003) based
on geant4. The simulated instrument geometry incorporated key HOPE components including all exterior walls, the interface plate between the TOF subsystem and the HEU, and the
ESA subsystem. Screws in these components were assumed to uniformly fill their tapped
holes with the same material as the component itself. Most small components (e.g., detectors, foils, wires, individual electrical components, door mechanism) and components with
comparatively small mass shielding (HEU electronic boards, detector mounting brackets,
connectors) were not included in the geometry model. Additionally, the analyses assumed
no shielding contribution for the spacecraft, so the analyses represent a worst-case shielding
mass density.
The design stage sensitivity analysis derived the shielding mass density integrated along
lines-of-slight (LOS) distributed over the complete 4π sr solid angle at various interior locations, primarily in the TOF Subsystem and the HEU. This analysis verified the RBSP
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Fig. 18 Ambient penetrating
electron spectrum used to
characterize worst-case fluxes of
penetrating radiation for the
RBSP mission

shielding requirement of ≥0.89 cm (0.350 in) aluminum equivalent thickness between any
electronics and the instrument exterior.
Another important result was identification and resolution of a set of penetrating particle
trajectories that could traverse both CEM detectors of a single polar pixel. Such a particle
could register a valid event with a short TOF that may masquerade as detection of a plasma
electron or a fast, light ion such as 50 keV H+ . The HEU was found to provide sufficient
shielding for penetrating radiation that traverses the Start CEM before the Stop CEM. For
penetrating radiation entering HOPE from the opposite direction, traversing the Stop CEM
before the Start CEM, the thickness of portions of the exterior wall in the Door subsystem
was increased to nearly 1.8 cm (∼0.7 in) aluminum. Additionally, the top of the top-hat ESA
on which the door actuator is mounted was changed from aluminum to stainless steel for
enhanced shielding with economy of space. We found through simulation with anticipated
worst-case radiation belt spectra that the additional thickness blocked almost all penetrating
protons or electrons that would otherwise transit the two CEMs of a single polar pixel.
The sensitivity analysis verification evaluated the HOPE penetrating background based
on RBSP project-developed spectra. The electron spectrum encompasses the CRRES High
Energy Electron Fluxmeter (HEEF) worst case 5 minutes and CRRES Medium Electrons A
(MEA) worse case 5 minutes for electrons (Fig. 18). The composite electron spectra, known
as Baker-Mitchell-O’Brien worst-case, was constructed by the RBSP project for verification processes across all instruments and subsystems. The proton spectra are derived from
the AP-8 peak spectrum. The same HOPE geometry model was used as in the design stage
sensitivity analysis, but without the shielding added to minimize radiation that would traverse the two CEMs of a single polar pixel. The simulations derived a maximum 0.7 Hz
coincidence count rate from penetrating electrons and ions combined for any polar pixel
assuming random coincidence within the 160 ns TOF window in ion mode. We project this
background count rate into an equivalent ambient plasma flux outside the instrument using
the maximum HOPE geometric factor. This flux can then be compared to a typical stormtime
flux, e.g., Krimigis et al. (1985). Figure 19 shows significant (more than an order of magnitude) separation between the anticipated plasma ion signals and the penetrating background
signal expected in the HOPE instrument over all except the highest energy He+ and O+ , for
which the separation remains nearly a factor of 10. Considering that most assumptions for
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Fig. 19 Penetrating electrons
and ions combine to produce
background counts in HOPE that
might be improperly identified as
real plasma ions or electrons. We
project the simulated worst-case
background count rate from
penetrating ions and electrons to
an equivalent ion flux at the
HOPE entrance aperture (green
line). Comparison of this
background flux with typical
stormtime fluxes for H+ (black
line), He+ (blue line), and O+
(red line) from Krimigis et al.
(1985) shows that backgrounds
from penetrating radiation should
be negligible

this analysis are worst-case, penetrating background is not expected to be the major source
of noise in the HOPE measurements.
3.3 HOPE Electronics Unit (HEU)
The HOPE Electronics Unit (HEU) is multipurpose, designed to communicate with the
spacecraft; generate appropriate voltages for operation; receive analog signals from the
TOF subsystem and process them into HOPE data products; and monitor housekeeping.
The HEU is divided into the following functional elements, shown in Fig. 20: the Low Voltage Power Supply (LVPS) Board that generates conditioned power for the HEU, the High
Voltage Power Supply (HVPS) Board that generates high voltages for charged particle optics
elements and for detector bias; the Front End Electronics (FEE) Board that receives analog
signals from the CEM detectors and converts them into digital signals; and the Digital Board
(DB) that processes these digital signals and classifies them as detected events. In addition,
the Backplane (BP) serves as the primary communications and interface trunk for all of the
HEU boards as well as with the HOPE door and the spacecraft. The HEU interfaces with
the spacecraft for +30 V primary power and low-voltage differential signaling (LVDS) communications, which consists of three pairs of interfaces: inbound synchronization, inbound
command signals, and outbound telemetry. The synchronization signal from the spacecraft
provides both a one-pulse-per-second (1-PPS) signal and a spin pulse signal. We first provide an overview of each board and then provide an overview of HEU operational modes.
3.3.1 Power Supply Boards
The LVPS Board receives spacecraft power (+30 V) and converts it to the following secondary voltages needed throughout the HEU: +3.3 V, ±5 V, ±12 V. The main components
are three International Rectifier DC-to-DC converters, one filter, and a slow-start circuit. As
with every HEU electronics board, an AD590 temperature transducer is included to monitor
temperature. The LVPS Board is mounted directly on the bottom of the HOPE chassis, providing a strong thermal conduction path to the spacecraft. The layout and grounding design
is in accordance with RBSP mission requirements with special attention paid to minimizing
current loop areas and utilizing a star ground.

452

H.O. Funsten et al.

Fig. 20 Block diagram of the Hope Electronics Unit (HEU)

The HVPS Board, powered by ±12 V, provides bipolar ESA (VESA ) and TOF (VTOF )
voltages, as well as CEM bias voltages VCEM_F and VCEM_R . To minimize the effect of either
a possible HV or CEM failure, three separate CEM supplies provide voltages to polar pixels
1&4, 2&5, and 3. The CEM front voltages VCEM_F are obtained from the same supply as the
rear voltages VCEM_R using a shunt regulator circuit that maintains a fixed +4.4 kV level.
To provide the required voltage resolution over the wide dynamic range of HOPE’s energy
response (1 eV to 50 keV), the ESA supply is dual-range, with low range extending over
0–33 V and high range spanning 0–7500 V. Both the ESA and TOF supplies are bipolar,
allowing ion and electron measurements in alternating spins using the same supplies.
HVPS board inputs consist of a series of high-low enables: one overall enable; one for
each of the three CEM supplies; and one for each of the following: ESA(+), ESA(−),
ESA high/low range, TOF(+), and TOF(−). Also included are digital-to-analog converters
(DAC) to control the voltage levels of the three CEM supplies, the ESA supply, and the TOF
supply. Scaled analog voltage monitors are provided for all the high-voltage outputs and
bulk supplies, along with current monitors for the outputs of the three CEM supplies The
supplies use a resonant flyback topology running in the range 100 to 125 kHz. Custom lug
connections are used at the detector via a high-voltage distribution block. A V /10 function
enabled by an external hardware plug limits the output of the high voltage power supplies to
a level safe for limited instrument functionality testing at atmospheric pressure. The largest
ESA step, between 4077 V and 6440 V, occurs over ∼0.6 ms, which is well within the
required transition time of 1.3 ms. The HVPS specifications are summarized in Table 3. All
supplies except for the bulk supplies have 12 bit DAC resolution. Table 4 shows additional
information for the ESA and TOF stepping supplies.
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Table 3 Summary of HOPE high voltage power supply (HVPS) specifications
HVPS
name

HVPS
type

ESA Bulk (+)
ESA Bulk (−)

Voltage (kV)

Max current
(µA)

Voltage/current
monitorb

Min

Max

Fixed

0

+8.0

Y/N

Fixed

−8.0

0

Y/N

ESA (VESA )

Steppinga

−7.5

+7.5

Y/N

TOF Bulk (+)

Fixed

0

+2.0

Y/N

TOF Bulk (−)

Fixed

−11.5

0

Y/N

TOF (VTOF )

Steppinga

−11.0

+1.5

CEM Front (VCEM_F ),
Polar pixels 1 & 4

Fixed

0

+4.4

120

Y/Y

CEM Front (VCEM_F ),
Pixels 2 & 5

Fixed

0

+4.4

120

Y/Y

CEM Front (VCEM_F ),
Pixel 3

Fixed

0

+4.4

60

Y/Y

CEM Rear (VCEM_R ),
Pixels 1 & 4

Programmablea

0

+9.0

120

Y/Y

CEM Rear (VCEM_R ),
Pixels 2 & 5

Programmablea

0

+9.0

120

Y/Y

CEM Rear (VCEM_R ),
Pixel 3

Programmablea

0

+9.0

60

Y/Y

Y/N

a Programming voltages are ±5 V (bipolar) or 0 V to +5 V (unipolar) full scale
b Monitor voltages are ±4 V (bipolar) or 0 V to +4 V (unipolar) full scale voltage

Table 4 Additional specifications for HOPE stepping high voltage power supplies
Stepping
supply

Min/max
voltage

ESA

−7.5 V/+7.5 kV

TOF

−11.0 kV/+1.5 kV

Settling
time

Time
per step

Max step
change

Total load
capacitance

1.3 ms

10.4 ms

1.9 kV

150 pF

10.4 ms

12 s

12.5 kV

100 pF

3.3.2 Front End Electronics (FEE) Board
The FEE Board is powered by ±5 V and +3.3 V, with the anode outputs of the five CEM
pairs (10 channels total) of polar pixels as its primary functional inputs. Each CEM output
signal connects to an SMA connector on the FEE and is followed by a zap-trap, comprised
of a reversed pair of zener diodes to ground for sinking voltage transients. The signal chain
continues with an AD8001 charge amplifier, a constant fraction discriminator (CFD), and
digital output to the DB. Each channel has its own isolated reference plane to minimize electrical cross-talk between them. An extra 10 ns delay is added to each of the five Stop CEM
channels to ensure that a Stop pulse is preceded in time by its correlated Start pulse, which
is especially important in electron mode in which incident electrons produce an extremely
short τTOF . Each charge amplifier has its own analog threshold to provide individual control
over a dynamic range of 100; this allows for changes in level sensitivity over the mission for
each CEM. Once a threshold is crossed, a channel is activated, and the CFD then provides
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triggering at a given percentage level (e.g., 50 %) so that a consistent level crossing of the
CEM signal is used for the time-of-flight measurement.
The DB can be commanded to inject artificial pulses into the input of each FEE channel
so that end-to-end functional tests of the full electronics chain can be performed without
requiring operation of the CEM detectors. The repetition rate and relative timing of pulses
injected into correlated Start-Stop channel pairs are both configurable. Each FEE channel
demonstrated the processing of periodic pulses exceeding a preiodic injection rate of 2 MHz
without pulse pileup. The electronics timing jitter is ≤1 ns FWHM for each channel.
3.3.3 Digital Board
The DB is powered by ±12 V, +5 V, and +3.3 V. It receives spacecraft commands, the
synchronization pulse, temperature monitors from all boards, HVPS voltage and current
monitors, FEE signals, and status signals from the V/10 plug and door interface. The DB
outputs are: telemetry to the spacecraft, digital-to-analog converter (DAC) analog signals as
input for the HVPS and FEE thresholds, HVPS enable signals, and the door firing signal.
The DB is driven by a 40 MHz oscillator which is the primary clock throughout the digital
system. The DB contains a 32 kB PROM for the permanent storage of bootup flight software,
128 kB EEPROM for non-volatile (yet in-flight re-writeable) storage of application flight
software and tables, 512 kB SRAM for flight software use during code execution, and 2 ×
512 kB SRAM for science data acquisition buffering. Three FPGAs reside on the DB: the
Spacecraft Interface (SI) FPGA, the Data Processing (DP) FPGA and the Time-of-Flight
(TOF) FPGA. The SI FPGA contains an 8051 core which runs the flight software (FSW),
executing at 5 million instructions per second (MIPS). The SI FPGA contains first-in-firstout (FIFO) resources for inbound and outbound communications with the spacecraft. The
DP FPGA controls the ESA stepping and ESA and TOF polarity changes during nominal
science acquisition, which is illustrated in Figs. 21 and 22.
Because HOPE requires a constant time cadence for stepping through the 72 energy steps,
HOPE data acquisition is not synchronized to the spacecraft spin pulse. Instead, acquisition
is defined by internal timing, which is an important function for the DB. The time τESA_STEP
spent at a single ESA level represents the fundamental time cadence for all HOPE data
acquisition. As shown in Fig. 21, τESA_STEP is constructed from a high voltage settling time
during which data is not recorded and a science acquisition period during which data is
recorded. Both of these can be independently adjusted as needed and are nominally set to
1.302 ms and 9.115 ms, respectively. The nominal value of τESA_STEP is therefore 10.417 ms
and can be adjusted in flight over a limited range to allow the HOPE measurement interval
to approximately match the final spacecraft spin period.
As shown in Fig. 21 for normal science mode, each ESA sweep of 72 steps constitutes
a single azimuthal bin over 72 × τESA_STEP = 750 ns. As shown in Fig. 22, 16 ESA sweeps
over one spacecraft spin constitute a complete electron or ion frame with 16 azimuthal bins
acquired for each polar pixel, corresponding to 22.5°. Based on τESA_STEP = 10.417 ms, an
electron or ion frame is acquired every 12 sec, and a Master Frame of one electron frame and
one ion frame is acquired every 24 sec. The spacecraft spin pulse timestamp is correlated
with the ion and electron frame timestamps to precisely define the azimuthal look direction
within each frame. We note that the settling time of the TOF HVPS between electron and
ion frames is also adjustable up to 100 ms, if needed.
The TOF FPGA, under the control of the DP FPGA, collects and processes the CEM
pulses from each polar pixel at each ESA step. The TOF FPGA classifies each detected
event and records events in eight event counters. The TOF measurement concept and its
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Fig. 21 Timing diagram for one ESA sweep, which traverses 72 discrete energy steps. Each ESA step is
nominally τESA_STEP = 10.417 ms, over which the voltage is allowed to settle for 1.302 ms and data is
acquired for the remaining 9.115 ms. Both of these timing values are adjustable, and the net value τESA_STEP
represents the fundamental timing period for acquisition of all HOPE data. A single ESA voltage sweep based
on τESA_STEP = 10.417 ms is 750 ms

implementation for a single polar pixel with a pair of CEM detectors are shown in Fig. 23.
The block diagram (top panel) shows the Start and Stop signals output from the CEMs,
represented as Gaussian pulses in the timing diagram. These signals are converted by the
FEE to the Start and Stop digital signals. Because of intrinsic timing error within the system,
e.g., CEM timing jitter, a 10 ns delay is added to the Stop signal to ensure that a Stop pulse
always follows the Start pulse, which is needed for fast particles such as 50 keV H+ and
electrons. The FEE also lengthens the digital signals to ∼90 ns, which are easier for the
FPGA to process.
The TOF FPGA calculates the elapsed time between the arrivals of the Start and Stop
pulses with 2.5 ns time resolution using an innovative approach that does not require the
resources needed for traditional precision timing. First, a coarse time measurement τCOARSE
is derived (Fig. 23, bottom panel) by counting the number of elapsed 25 ns periods of a
40 MHz clock between the clock’s first rising edges after receipt of a Start pulse and after
receipt of a Stop pulse. Two fine timing values are then derived: the time τFINE_ST between the
receipt of the Start pulse and the start of the first clock pulse, and time τFINE_SP between the
receipt of the Stop pulse and the start of the last clock pulse. Using this scheme, the measured
TOF is derived by adding τFINE_ST to τCOARSE and subtracting τFINE_SP from τCOARSE . The
particle TOF is therefore
τTOF = τFINE_ST + τCOARSE − τFINE_SP − 10 ns

(1)

where the 10 ns delay line added to the Stop signal is also included.
The fine timing is enabled by inputting the Start or Stop signal into a delay line with 10
taps at intervals of 2.5 ns. As the signal propagates with time along the tapped delay line,
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Fig. 22 Timing diagram for a series of HOPE spins and ESA sweeps. Electron and ion frames are acquired
over alternating sets of 16 full ESA sweeps. A Master Frame is composed of one electron and one ion frame
and is acquired over 24 sec based on τESA_STEP = 10.417 ms

the taps sequentially register a high state in the FPGA. At each leading edge of the 40 MHz
clock pulse, the TOF FPGA polls its tap inputs for high states. If one or more high states
are present, the number NHi of high input states is counted and reported. The fine resolution
time measurement is simply τFINE = 2.5 ns × NHi .
Figure 23 (bottom panel) illustrates the measurement of an ion whose TOF in the Drift
Box is τTOF = 95 ns. The Start pulse enables coarse counting of the 40 MHz clock pulses.
It additionally registers high tap states in the FPGA, which are then counted at the leading
edge of the first clock pulse; the six high states at 2.5 ns each yields τFINE_ST = 15 ns. The
coarse counting 40 MHz clock pulses continues until a Stop pulse is registered, and the
number of counted clock pulses (4 × 25 ns) yields τCOARSE = 100 ns. Finally, the number
of high states (4 × 2.5 ns) in the Stop taps at the last rising edge of the clock is counted,
providing τFINE_ST = 10 ns. The ion’s TOF, including the initial 10 ns time delay applied to
Stop signals, is therefore τTOF = 95 ns.
An event is registered when a start pulse and/or a stop pulse is registered. Eight event
counters are used to track all events at each energy step and each of the five polar pixels.
The logical sequences that increment each counter are illustrated in Fig. 24. Every Start and
Stop count increments the Start and Stop counters, respectively. Additionally, an event is
classified by one of six possible outcomes: valid τTOF events falling within the H+ , He+ , and
O+ TOF windows; invalid τTOF events in which a Stop is recorded within 160 ns of the Start
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Fig. 23 Block diagram and timing diagram illustrating the time-of-flight calculation algorithm in the TOF
FPGA for an ion with a measured 115 ns TOF. The 4 coarse counts of 40 MHz clock periods (25 ns each)
and the fine measurements of six and four 2.5 ns intervals registered for the Start and Stop combine to result
in a measured TOF of 105 ns. A 10 ns delay is added to the Stop signal before it is input into the TOF FPGA
to ensure that the Stop signal is registered after the Start signal; the actual particle TOF in the Drift Box is
therefore 95 ns

but does not fall within the H+ , He+ , and O+ TOF windows; and Starts registered without a
Stop within the following 160 ns; and Stops with no Starts registered within the preceding
160 ns. The TOF window for each species is set by the TOF LUT for each energy step.
Because τTOF of incident electrons is short and no other species are present, the classification
scheme in electron mode is simpler; electron TOF is short, and all longer TOF events within
160 ns are retained as a measure of penetrating background. This scheme carries redundancy
that can be used to check and validate the event electronics, if needed; specifically, the
number of events from any three of the four event counters Start, Stop, Start-no-Stop, and
Stop-no-Start can be used to calculate what should be observed in the fourth counter.
The range of expected TOF values for valid particles is 0–160 ns based on the length
of the drift region and range of ion energies that HOPE will measure. The species is determined from a configurable lookup table (LUT) which outputs the calculated species based
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Fig. 24 HOPE uses eight types of counters for classification of events at each energy step for each polar pixel.
Ion mode classification is shown. Every event increments either (or both) of the Start and Stop Counters and
also increments one of six counters based on classification of the event as shown. The blue time-of-flight
regions for H+ , He+ , and O+ are unique for each energy step and are defined in a LUT

on the current energy step and the TOF value for a valid particle. For each of the five pixels,
the TOF FPGA is able to account for all particles up to a 2 MHz constant periodic rate.
After every ESA step, the TOF sends its counter information and two histograms to the DP
FPGA. The DP FPGA stores the raw data into 2 × 512 kB ping-pong science memories,
coordinated with ESA sweeping and ESA and TOF polarity changes that toggle between
ion and electron modes.
The DP FPGA is capable of performing summing (“collapse”) operations to stay within
telemetry limits while retaining all acquired counts. For nominal science mode, adjacent
ESA steps are summed so that the number of reported steps is reduced from 72 to 36. Independent of energy collapse, the DP FPGA can also collapse the reported azimuthal angles
to reduce that dimension by factors of 2, 4, 8 or 16. In the nominal HOPE azimuth collapse
scheme, schematically illustrated later in Fig. 35, polar pixels 1 and 5 (±72° polar angles)
are each collapsed into 4 azimuthal bins, polar pixels 2 and 4 (±36°) are each collapsed
into 8 azimuthal bins, and polar pixel 3 (0°) is not collapsed, retaining all 16 azimuthal bins.
After collapsing, data compression from a 16-bit to 8-bit number can be performed via reconfigurable lookup table. The DP FPGA performs the collapse and compression processes
“on-the-fly”.
3.3.4 HOPE Operational Modes
The HEU controls the operational mode of HOPE as dictated by spacecraft commands, including the acquisition, processing and telemetering of science data to the spacecraft. The
HEU reports health and safety data via engineering telemetry and performs autonomous saving actions. It also controls autonomous recovery from anticipated events such as thruster
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Fig. 25 HOPE mode transition
diagram

firing so as to maintain high availability for science acquisition with minimal ground interaction. Timestamping of the science and engineering telemetry is synchronized with the
1-PPS and timestamp messages from the spacecraft. As the mission progresses, the HEU
can be updated via configured changes to onboard flight software and lookup tables.
HOPE has four distinct modes of operation, whose relationships are shown in Fig. 25:
the bootup phase (called BOOT) after initial power on; low-voltage engineering (LVENG),
high-voltage engineering (HVENG) and high-voltage science (HVSCI). During nominal science operation (HVSCI), the HEU sets the bias VCEM_R of the CEMs at predetermined levels
and controls the sweeping of the ESA and TOF during science acquisition. This activity is
coordinated with the collection of the CEM output signals by the FEE, which converts those
signals into digital pulses for the DB. The DB calculates the time-of-flight (TOF) between
each pair of a start-stop CEM pixel set and organizes the data as various raw histograms,
stored as a function of energy step and polar pixel. These raw histograms consist of eight
event counters as described in Fig. 24. The flight software, which resides in the DB, coordinates the output of the science data via telemetry by instructing the DB to create a telemetry
stream from the raw histograms by specifying a subset to be output. The amount of collapsing (i.e., summing of adjacent energy and azimuthal angle indices in the histogram) and
16-bit to 8-bit compression (via lookup table) are also specified.
Because different operational modes employ different combinations of circuits with different load levels, HOPE power consumption varies, with Boot and LVENG modes using
10.2 W, HVENG at 11.1 W, and HVSCI using 18.4 W.
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Fig. 26 One-second time-slice used for scheduling HOPE FSW tasks

3.3.5 Flight Software
The HOPE Flight Software (FSW) keeps track of the instrument mode; manages command, telemetry and synchronization interfaces with the S/C; manages science acquisition; maintains instrument integrity through scrubbing the memory and tracking health
and safety; and executes recovery operations when applicable. The FSW runs on the Actel 8051 core that resides in the SI FPGA and is written in the C programming language.
The code has a time-slice architecture which uses the 1-PPS signal from the spacecraft
to synchronize its task timeline with an external reference. FSW tasks are assigned to
one of twenty 50-ms time slices within the one-second period. An illustration is shown
in Fig. 26.
The HOPE instrument is commanded via CCSDS command packets received through
the S/C LVDS command interface.
To maintain configurability without needing to upload new code during ground and flight
operations, the FSW manages a lookup table stored within HOPE in non-volatile EEPROM
memory which has onboard parameter groups as shown in Table 5.
Data is collected and sent to the spacecraft during HVSCI operations using science acquisition plans and telemetry definitions. These settings include the ESA sweep table, the
polarity (ions or electron mode), algorithm for collapse in energy or angle, selection of
event counters sent for telemetry, and whether the EFW or EMFISIS burst flags are enabled.
When a burst flag is detected and its corresponding burst flag is enabled, a different entry
within the science acquisition plan table is chosen to run for a predetermined amount of
time from a LUT entry; after this time expires, the operations revert to nominal HVSCI.
The HOPE flight software and LUTs are sufficiently flexible that plans can be encoded to
control HOPE to execute all currently envisioned HVSCI science acquisition and telemetry
scenarios.
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Table 5 List of HOPE LUT parameter groups
LUT parameter group

Description

Science acquisition plans

A series of steps executed during HVSCI defining data collection
parameters and telemetry products output to the spacecraft

ESA and TOF high-voltage sweep
tables

LUTs containing the DAC settings for the ESA and TOF HVPS
during HVSCI sweep

Space weather telemetry
configuration

Instructions specifying what information (e.g., species, energies) is
placed into the Space Weather telemetry packet

Energy-TOF mapping to species

LUT for each polar pixel that associates a measured TOF with an ion
species at each energy step.

TOF histogram sampling control

Table that controls the telemetry output of the raw TOF histogram
data after all event counters have been telemetered

Data compression table

LUT used by the DB to convert 16-bit values to 8-bit values

Macros

A series of scripts containing sequenced HOPE commands

CEM protection levels

LUT of reduced CEM voltage levels after a thruster warning has
been issued by the S/C

Engineering safety

LUT of all onboard engineering parameters and their red levels that
can autosafe HOPE

Engineering configurable settings

Default engineering values at power-on

4 HOPE Performance
4.1 Performance Validation: Calibration
End-to-end HOPE performance is derived through a combination of component-level and
subsystem-level tests, modeling and simulation that are subsequently empirically validated,
and instrument calibration. Although calibration provides the most accurate description of
instrument performance, it cannot provide a full picture of the instrument for two reasons.
First, the parameter space covered by HOPE is large: 5 polar pixels, 72 energy steps, four
species (e− , H+ , He+ , O+ ), and variable response in both polar and azimuth angles. This
complexity precludes measurement of each unique parameter combination. In addition, determination of the instrument geometric factor for space plasmas, which uniformly fill a
pixel in azimuth angle, polar angle, and energy, is not readily obtained from the monoenergetic, highly collimated ion beams available in the laboratory. Because of these limitations, laboratory measurements are used to validate the electron-optic model of the ESA
subsystem, which is then combined with the sensitivity of the TOF subsystem derived from
calibration. The instrument response over the full range of input particles (species, energy,
polar angle, azimuth angle) is derived by interpolation and extrapolation of the combination
of the ESA and TOF subsystem performances.
HOPE calibration was performed in three phases: prior to instrument environmental testing (Phase 1), after instrument-level environmental testing (Phase 2), and after detector refurbishment and flight HVPS installation that followed spacecraft-level testing (Phase 3).
Engineering model HVPS were used for Phases 1 and 2; for spacecraft level testing between Phases 2 and 3, the flight detector assemblies were replaced with engineering model
assemblies to prevent particulate, hydrocarbon, and water vapor contamination of the flight
CEM detectors. Calibration was performed at the Los Alamos calibration facility using ion
and electron beams, described in the Appendix. Because of its beam stability over time and
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its central location in the HOPE energy range, a 10 keV H+ beam was selected as the primary calibration fiducial energy and species for testing across all pixels, both instruments,
and all calibration phases.
4.1.1 Energy and Angle Response
HOPE energy, polar angle, and azimuth angle responses are characterized using a monoenergetic beam at energy E0 of electrons or mass-selected ions (H+ , He+ , and O+ ). Because the
polar angle θ follows the cylindrical symmetry of the ESA subsystem, the energy response is
generally independent of polar angle. However, the energy and azimuth angle responses are
strongly coupled, and we measure this coupled response by rotating the instrument through
azimuth angle φ and scanning VESA . High-resolution scans were performed at azimuthal
steps of 0.7° and using VESA steps of ∼20 V; scans at lower resolution were used to verify
performance, e.g., during Phase 3 calibration. From these scans we derive the electrostatic
analyzer k factor (k = E0 /eVESA ), energy resolution, azimuth angle resolution, and the coupled energy-azimuth angle response. Results are compared with SIMION model results to
validate the electron-optic model used for calculation of the ESA subsystem geometric factor GESA .
These scans were performed using 10 keV H+ for each polar pixel. In addition, measurements were made for 5 keV H+ , He+ , and O+ ; 30 keV H+ and O+ ; and 45 keV H+ ,
He+ , and O+ for a single polar pixel for each instrument. Electron scans were performed at
10 keV for three HOPE-A polar pixels, and at 5, 10, and 20 keV for a single HOPE-B polar
pixel.
Figure 27 shows data from the high-resolution scans for HOPE-A and HOPE-B. The ion
results are nearly identical to electron results, which are not shown. For each instrument the
middle panel shows counts as a function of azimuthal angle φ and VESA . These plots clearly
show the coupled energy-angle response characteristic of a top-hat electrostatic analyzer.
The left and right panels show these data collapsed as a function of VESA and φ, respectively,
and are used to determine the peak location and peak width of the response in both VESA
and φ. These panels also show Gaussian fits to the collapsed data, which are used to quantify
the response as a function of VESA and φ.
The results of the energy-angle scans are consistent throughout all calibration phases
and across all polar pixels of both instruments. Based on average results, with extra weight
given to the high-resolution scans, the calibration data yield k = 7.035 for both HOPE-A and
HOPE-B. For comparison, SIMION simulations of the flight geometry yielded k = 6.9. The
<2 % difference between calibration and SIMION simulations is consistent with tolerance
stack-up in fabrication and assembly of the ESA subsystem, which was measured during
flight assembly for both A and B flight units.
Polar angle (θ ) scans were performed using a mono-energetic ion or electron beam at a
fixed azimuth angle. Figure 28 shows high-resolution polar scan results from HOPE-A and
HOPE-B, respectively, for 10 keV H+ incident at azimuth angle φ = 0°. Measurements were
made at polar angle steps of 1°, and ion beam drift was monitored by periodically repeating
the measurement at the center of Pixel 3 (θ = 0°). Each panel shows data from both total
Starts (black) and valid Coincidence counts (red).
These results show consistency of absolute response across all five polar pixels, as well as
no overlap in the polar response between these pixels. Systematic pixel-to-pixel variations
are observed at a level <5 %. The peak response of each polar pixel is within 1° of the
locations ±72°, ±36°, and 0° predicted by charged particle optics modeling. HOPE-A polar
pixels 1–5 were observed to have a maximum response for coincidences at polar angles
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Fig. 27 HOPE-A (top panels) and HOPE-B (bottom panels) energy-azimuthal angle responses for valid
coincidence events from the high-resolution energy-angle scan for incident 10 keV H+

+71°, +36°, 0°, −35°, and −72°; HOPE-B peak maxima were observed at polar angles
+72°, +36°, 0°, −36°, and −71°.
Precision alignment measurements were made for both flight instruments using a theodolite. One reference point was the ion beam, highly collimated by upstream apertures in the
calibration facility. The second point was a mirror affixed to an external surface of HOPE and
referenced to the HOPE-spacecraft mating surface. The instrument was oriented in the calibration chamber at the location of maximum response to the ion beam, and the orientation
of the instrument relative to the ion beam was precisely measured; the resulting alignment
offset of HOPE-A was (φ, θ ) = (−0.57◦ , −0.06◦ ) and of HOPE-B was (−1.22◦ , −0.15◦ ).
4.1.2 Detector Gain
The CEM gain is set such that secondary electrons generated by incident ions or electrons
in the TOF subsystem yield a pulse magnitude in the CEM that is larger than the lower level
discriminator setting of the amplifier electronics. This level is attained by increasing the
CEM bias until the count rate of valid events becomes approximately constant, independent
of further increase in CEM bias. However, as a CEM ages, its gain decreases at a rate that
primarily depends on the total charge output by the CEM over its lifetime. This gain decrease
is typically compensated by periodically increasing the bias applied to the CEM. Regular
gain calibration tests are scheduled throughout the RBSP mission. This is performed at a
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Fig. 28 HOPE-A (top panel)
and HOPE-B (bottom panel)
high-resolution polar angle (θ)
scans across all five pixels in
each instrument for incident
10 keV H+ . In each plot, the
Start count rate is shown in black
and the Coincidence rate in red

fixed ESA voltage level in ion and electron modes, with data collected over a range of CEM
voltage levels.
Because CEMs can age differently, HOPE utilizes three different CEM bias supplies that
service polar Pixels 1 and 4, Pixels 2 and 5, and Pixel 3. While the fronts of the CEMs are
fixed at VCEM_F = +4.4 kV, the adjustable voltage VCEM_R applied to the rear of the CEMs
can be changed based on the gain calibration tests. The nominal voltage for HVSCI operation at commissioning is VCEM_R = +6.8 kV. At this voltage, the lower level discriminator
(LLD) is set at a value of 100 to retain nearly all real CEM pulses and exclude noise counts
of lower pulse magnitudes. The LLDs have a large dynamic range (0-4095) to accommodate
variations in CEM gain expected through the RBSP mission; we note that during calibration
an LLD setting of 2500 eliminated all CEM pulses from being counted.
The CEMs were originally selected and matched as polar pixels based on similar gain
curves and similar intrinsic impedances. The gain curves for each of the CEMs in the flight
instruments acquired during Phase 3 Calibration are shown in Fig. 29.
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Fig. 29 Gain curves for HOPE
A (top) and HOPE B (bottom).
Start counts are shown with
dashed lines and “x” symbols,
stop counts with solid lines and
diamond “♦” symbols. Each
curve is normalized to a value of
1.0 at VCEM_R = 6.90 kV

4.1.3 Sensitivity
Knowledge of the absolute coincidence detection efficiencies for each polar pixel is critical
for deriving accurate distribution functions. In spite of the complexity of the TOF subsystem (including the electron-optics and the physical processes that govern secondary electron
emission, the trajectories of incident particles in the TOF drift box, and individual CEM
detector efficiencies), we can calculate the absolute detector and coincidence detection efficiencies for each polar pixel simply using the total Coincidence, Start and Stop counts over
some time interval (Funsten et al. 2005). These values have been measured throughout calibration and will be monitored throughout the mission for each CEM detector. This technique
was first incorporated on the IBEX-Hi energetic neutral atom imager (Funsten et al. 2009)
and has been an important tool for quantifying, identifying, and monitoring different types
of background in IBEX-Hi.
For each polar pixel, HOPE reports the number of total (coincident and non-coincident)
Start counts CST , total Stop counts CSP , and coincidence counts CCOIN over a particular time
interval. The absolute Start and Stop detection efficiencies are εST = CCOIN /CSP and εSP =
CCOIN /CST , respectively. The instrument response is directly proportional to the absolute
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Fig. 30 Typical absolute detection efficiencies for incident ions (Polar pixel 3 of HOPE B) and electrons (Polar pixel 5 of HOPE-A). The Coincidence efficiency is the product of the Start and Stop efficiencies. Detector
singles (non-coincident) counts and coincident counts are reported for all detectors throughout the mission,
enabling monitoring of TOF subsystem performance and identification and quantification of background from
penetrating radiation

coincidence efficiency εCOIN = εST εSP , which will likely change as the CEM detectors age
during the mission. Typical efficiencies for HOPE are shown in Fig. 30. During times of
low penetrating background, εST , εSP , and εCOIN are characteristic of the targeted ions or
electrons being measured. In ion mode, the relative abundances of the ion species must be
considered because the ion species have different detection efficiencies. To measure and
monitor the absolute detection efficiency during the mission, we will target times of high
H+ abundance with low background count rates.
Penetrating background generates mostly non-coincident Starts and Stops, and a coincidence generated by a single penetrating particle will have a short TOF, similar to plasma
electrons and fast protons. We therefore use Start and Stop singles rates and Coincidence
rates in ion mode to monitor penetrating radiation in general and use long TOF measurements in electron mode as a consistency measurement of random coincidence from events
generated by uncorrelated penetrating particles.
Figure 31 shows the measured absolute coincidence efficiencies derived for each polar
pixel of HOPE A and B flight units both after environmental testing and after refurbishment
of the CEM detectors. A polynomial fit to the measured values was derived for calculation
of the absolute HOPE geometric factor. As the incident particle energy approaches 1 eV,
the efficiency approaches a constant value because of acceleration into the TOF subsystem
by VTOF = −11 kV for ions and VTOF = +1.5 kV for electrons. The data show consistent
results at the two different calibration times across all pixels and between the HOPE A and
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Fig. 31 Absolute coincidence detection efficiencies incident ions (top three panels) and electrons (bottom
panels) for all pixels of HOPE A (right panels) and HOPE B (left panels). The red points are measurements
acquired after environmental testing and the green points are derived from calibration after CEM detector
refurbishment. The blue lines are empirical polynomial fits that are used in the calculation of the total HOPE
Geometric factor

468

H.O. Funsten et al.

Fig. 32 HOPE geometric factor
for each polar pixel is shown for
ions (top panel) and electrons
(bottom panel)

B flight units. The electron efficiencies of HOPE A and B were sufficiently similar so that a
single polynomial function was used to describe the efficiencies for both instruments.
The HOPE geometric factor per pixel, which is the cumulative instrument response for
conversion of instrument counts to ion or electron flux, is derived using
GP = εCOIN GESA TG

(2)

where TG = 0.7 is the geometrical transmission of the grid on which the Start foil is attached,
εCOIN is obtained from Fig. 31, and GESA is obtained from Fig. 11. The resulting HOPE A
and B geometric factors are shown in Fig. 32 for ions and electrons. Slight variations are
observed between A and B flight units.
4.1.4 Species Identification
HOPE identifies species through time-of-flight measurement of species that have been filtered based on energy-per-charge in the ESA Subsystem. As previously described, HOPE
represents the first use of CEM detectors for TOF mass spectrometry in space, and the mass
identification performance of HOPE is an important validation of this technique. The HOPE
mass resolution is a function of three processes: the energy resolution of the ESA subsystem;
energy and angular straggling of ions in the foil; and the fundamental, energy-independent
time dispersion δτTOF of the TOF subsystem that includes secondary electron transport to
the detectors, the temporal response of the CEM detectors, and the TOF electronics. We first
present calibration data for a monoenergetic ion beam, then quantification of δτTOF using
commissioning data, and finally TOF spectra from commissioning.
The governing equation for the HOPE mass spectrum for an ion with energy E at the
HOPE aperture entrance is:

m [amu] = 2u

τTOF [ns] − 10 ns
d [cm]

2






E [keV] + eVTOF [kV] − EF [keV]

(3)
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where τTOF is the measured particle TOF, 10 ns corresponds to the delay line incorporated
into the Stop electronics, d is the pathlength of the particle in the TOF box (∼3 cm), e = 1
is the electron charge, and the constant u = 9.58 × 10−4 represents all unit conversions.
The ion energy at the exit surface of the foil is the sum of its initial energy and additional
acceleration by the bias of the TOF, less the energy loss EF in the foil. Because the ion
speeds are generally less than the Bohr velocity, we approximate a velocity-proportional
energy loss in the foil (Lindhard et al. 1963) using

1/2

EF = k E + VTOF [kV] .

(4)

which has been shown to reasonably represent energy loss in a foil (Allegrini et al. 2006).
In practice, m is not a discrete function, rather a continuous function driven by uncertainties or dispersion in τTOF , E, d, and EF . Figure 33 shows HOPE mass spectra m for incident
1 + 4
H , He+ , and 16 O+ at incident energies 2, 5, 10, 20, 30, 40, and 53 keV. The TOF spectra
were acquired using from HOPE-B, Pixel 3 measured during Calibration Phase 3. We fit and
normalize the data using an asymmetric Gaussian distribution (Stancik and Brauns 2008) to
the mass spectra derived using (3):



m − m0 2
.
mF = A exp −ln(2)γ 2
mW

(5)

where m0 is the location of the peak maximum and mW is a width parameter of the mass
peak. The asymmetry function is γ = 1 + ea(m−m0 ) , and the asymmetry parameter is a. The
direction of skewness is reflected in the sign of a, and, when a = 0, the peak is Gaussian
and mW corresponds to the full-width-at-half-maximum of the mass peak. The fit to this
equation is shown in top panel Fig. 33 using values of k = 0.2, 0.7, and 2.6 for H+ , He+ ,
and O+ , respectively, in Eq. (4). These mass spectra were obtained for monoenergetic ion
beams directed into HOPE B, Pixel 3, and thus contain all effects that contribute to uncertainty in the mass spectrum except for the energy response of the ESA subsystem. The peaks
are well-resolved over most of the energy range. The precise mass location of the maxima
of the peaks varies slightly with energy, which is the result of inaccuracy of the asymmetric
Gaussian fit as well as second order effects of energy loss not captured in the generic form
of Eq. (4).
The only uncertainty not included in the mass spectra derived using a monoenergetic
ion beam (top panel of Fig. 33) is the energy passband of the ESA subsystem. The first
order Taylor Series expansion of Eq. (3) (McComas et al. 1990) yields mass uncertainty
m/m ∼ E/(E + |eVTOF |) directly associated with the uncertainty in ion energy at the
entrance surface of the foil, which is exclusively due to the ESA energy response. From this
equation and noting that EFWHM /E ≈ 0.12 for the HOPE ESA subsystem, it is clear that
the width and shape of the ESA energy passband, and thus its impact on mass resolution,
becomes small at low energies due to the acceleration of the ions by the bias applied to the
Drift Box. The bottom panel of Fig. 33 shows the intrinsic HOPE mass resolution derived by
convolving the (approximately) Gaussian energy response of the ESA subsystem described
in Sect. 4.1.1 with the asymmetric Gaussian fits to the mass peaks derived for a monoenergetic ion beam (top panel). This bottom panel therefore includes all effects that contribute
to the HOPE mass resolution. The mass peak corresponding to O+ is distinct from H+ and
He+ . The H+ and He+ peaks are well-separated except at the highest energies. When the H+
abundance is high relative to He+ at these higher energies, the He+ peak becomes a shoulder
on the H+ peak, and the analysis summarized in Fig. 33 forms the basis for determining the
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Fig. 33 (Top panel) Stacked TOF spectra derived for a monoenergetic beams of 2.0–53.5 keV H+ (black),
He+ (blue), and O+ (red) for HOPE B, Pixel 3. TOF spectra for other pixels for both HOPE-A and HOPE-B
are similar. TOF data is converted to mass using Eq. (3). The solid lines are empirical fits to the data using an
asymmetric Gaussian distribution (Eq. (5)). (Bottom panel) The convolution of asymmetric Gaussian fits of
the mass spectra with the Gaussian energy response function of the ESA subsystem results in mass spectra m
that include all processes in HOPE that contribute to the instrument mass resolution

He+ abundance. When compared to the top panel, the slight increase in widths of the H+
and He+ mass peaks at 53 keV in the bottom panel is due solely to due to the width of the
energy passband.
The dominant effect governing the HOPE mass resolution is the cumulative time dispersion δτTOF of the TOF subsystem and the timing electrons. While δτTOF is generally independent of the incident particle mass and energy, a multitude of processes contribute to it,
including scatter-induced pathlength differences of particles after exiting the foil, transport
time variation of both Start and Stop electrons from their emission to their detection, timing
jitter of each CEM detector, variation of propagation times of pulses between detectors of a
single polar pixel, and timing variations within the timing electronics for each of the pixels.
The TOF time dispersion becomes increasingly important for shorter TOF measurements
(i.e., light ions at high energies), for which the time dispersion becomes a significant fraction of the uncertainty, contributing to the observed widening of the mass peaks of both H+
and He+ at higher energies in the top panel of Fig. 33.
The time dispersion δτTOF of the TOF Subsystem and the timing electronics can be derived from the TOF spectra acquired in electron mode. The electron TOF across the 3 cm
TOF drift region is short (0.92 ns at 1.5 keV and 0.61 at 52 keV) compared to δτTOF and
has minimal variation from energy lost by transit through the foil. Thus, incident electrons
provide a nearly simultaneous stimulation of Start and Stop electrons, and variations in the
TOF spectra produced by these electrons reflects the cumulative time dispersion of the entire subsystem. Figure 34 shows a TOF spectrum acquired in electron mode from all HOPE
A pixels during commissioning. At each energy, the counts in the TOF spectrum are normalized to a maximum value of one for easier comparison across energies. As expected, the
electron peak is clearly observed at τTOF > 10 ns, which corresponds to the 10 ns time delay
of the delay line in the Stop timing electronics that was incorporated to account for δτTOF
and to ensure a Start pulse is registered before a correlated Stop pulse.
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Fig. 34 HOPE TOF performance is demonstrated using TOF spectra in electron mode normalized to unity at
each energy (left panel) acquired during HOPE commissioning. The location of the TOF peak (blue curve) is
energy dependent (top right panel), and correcting for this time shift yields overlapping TOF spectra (bottom
right panel) that reflect the fundamental time dispersion δτTOF of the TOF subsystem

At each electron energy, we fit a Gaussian peak to the TOF peaks to find the time τMAX (E)
corresponding to the maximum counts. The blue curve of Fig. 34, upper right panel, shows
τMAX (E) − 10 ns, which is a factor of ∼2.5 above the calculated electron TOF at its incident
energy across the 3 cm of the Drift box (green curve). The difference between the measured
TOF of the peak maximum and the calculated location can be attributed to an additional
∼1 ns systematically observed over all pixels at the highest electron energies and, at lower
energies, energy loss of the incident electron in the foil. After shifting in time the spectrum at
each energy by τMAX (E), the TOF spectra at each energy overlap in time as shown in Fig. 34,
bottom right panel. The peaks at higher incident electron energy show a slightly wider peak
than at lower energies; this likely arises because the higher energy peaks have fewer total
counts, and the peak is influenced by the underlying penetrating background which has a
similar TOF spectrum and should be uniform in magnitude across all energies. We also note
that these TOF peaks include the range in TOF from the different electron energies that are
accepted within an individual energy passband; this is a small effect but is largest at the
highest energies because the 1.5 keV TOF box bias in electron mode efficiently accelerates
low energy ions to nearly the same energy. We fit a single curve to the composite TOF peaks
for all incident electron energies less than 11.5 keV using a cubic spline interpolation and
obtain the following full widths that characterize δτTOF : 7.9 ns at half-maximum, 11.8 ns at
the 25 % level, and 10 % = 15.7 ns at the 10 % level. This is the primary metric for the mass
resolution of the HOPE mass spectrometer.
HOPE commissioning also provided the first complete ion TOF spectra, which are more
closely representative of the HOPE performance in space than calibration data because the
source ion population is broadly distributed in energy and over incident polar and azimuthal
angles. Figure 35 shows an ion TOF spectrum from all five pixels of HOPE B. H+ , He+ , and
O+ are clearly observed. For these spectra, in which the He+ abundance is low compared
to the H+ abundance, the He+ peak is distinct from the H+ peak for energies ≤20 keV; at
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Fig. 35 HOPE A ion TOF spectra acquired over all five pixels. Counts at each energy passband have been
normalized to the maximum counts observed for H+ . The upper and lower TOF boundaries for H+ , He+ ,
and O+ that are used for defining the TOF LUT are shown as black dashed lines. O2+ is also clearly observed
but is not reported by HOPE as a distinct species. The background (labeled as Bg) from penetrating radiation
has a short TOF spectrum similar to electrons

higher energies, the He+ peak becomes a shoulder of the H+ peak and thus requires a more
sophisticated abundance algorithm, based on calibration results, to quantify the relative H+
and He+ abundances. O2+ is also clearly observed, but its abundance is comparatively small
and is not tracked as a species identified in situ by HOPE. Because of the speed at which
penetrating radiation traverses the TOF drift region, its TOF is characteristically short and
similar to electron TOF spectra. The short TOF peak characteristic of penetrating radiation
is also clearly observed in the spectra.
Composition information is obtained in situ by binning the data on board the spacecraft
by TOF value in three time windows. A unique timing window with minimum and maximum
byte values is defined for each of the three ion species H+ , He+ , and O+ . The binning is
performed by an onboard look up table (LUT), which allows for different binning for each
polar pixel and each energy step. We use the H+ , He+ , and O+ TOF peaks in Fig. 35 to derive
empirical functions that are used to define the minimum and maximum TOF boundaries of
the HOPE LUT. These are listed in Table 6 and shown as the dashed lines in Fig. 35 for
nominal HOPE operation with VTOF = −11.0 kV. These time values are converted to TOF
byte values for incorporation into the LUT.
HOPE routinely provides full TOF spectra such as in Fig. 35 for two polar pixels per
spacecraft spin, accumulated over all energies for a single azimuthal sector. TOF spectra are
acquired for the other polar pixels over subsequent spins, enabling long-term monitoring of
the TOF measurement integrity, monitoring penetrating background at short times-of-flight,
and for analysis of, for example, O2+ that is not reported as a unique ion species. The TOF
byte values in the LUT are identical for both HOPE A and B and have been updated based
on analysis of the HOPE commissioning data. These LUTS can be modified in the future
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Table 6 Ion species time-of-flight definitions for both HOPE A and B time-of-flight LUTs
a2
a3 E [keV]±VTOF [kV]

τTOF [ns] = a1 + √
Species
H+
He+
O+

Boundary

a1

Min

−1.02

74.2

1.630

Max

11.78

115.4

0.861

a2

a3

Min

15.65

111.5

1.480

Max

14.73

166.0

1.120

Min

8.18

253.0

1.180

Max

18.18

435.6

0.969

to accommodate any changes needed based on evolving scientific objectives or changes in
HOPE operational parameters.
4.1.5 Backgrounds and Noise
The response to UV light was measured using a 5 W, 195 nm mercury lamp. Both HOPE-A
and HOPE-B showed fewer than 2.5 × 10−13 singles counts per photon, and no coincidence
counts were observed. These count rates meet the HOPE requirements, which assume a
geocoronal Ly-a flux of 109 photons/cm−2 s−1 sr−1 .
The intrinsic HOPE detector noise during calibration was quantified by examining CEM
counts in the absence of particle input. With no incident ions or electrons, each pixel showed
10–100 Hz of singles (Starts or Stops) noise counts. This represents <1 count for each individual 10.4 ms energy step accumulation interval. Start noise counts were generally observed to be slightly higher than Stop noise counts, typically by factors of no more than
2–3. Coincidence counts are even lower, typically <2–30 Hz. These noise rates were monitored throughout instrument testing and calibration for both HOPE-A and HOPE-B. Some
temporal variation as well as variation between polar pixels was observed.
The HOPE response to an energetic particle background was determined by measurements in the presence of a radioactive source. This test measured the signature of penetrating
radiation in HOPE in electron and ion modes. During calibration, a 15 mCi 60 Co source was
placed at the exterior surface of a 1.27-cm-thick vacuum chamber glass window, 11.2 cm
from HOPE-A. The 1.17 and 1.33 MeV γ -rays are a reasonable proxy for penetrating radiation because they generate photoelectrons and subsequent secondary electron showers
deep within the instrument. HOPE-A was operated with the source absent and present in a
neutral state in which VTOF = 0 kV, in electron mode with VTOF = +1.5 kV, and ion mode
with VTOF = −11 kV.
Figure 36 shows coincident count rates (left panel) and singles count rates (right panel)
for these three operational configurations. Measurements when the source was present are
indicated by shaded regions; measurements when the source was removed are shown with
a white background. The presence of the source clearly has a significant effect on the instrument count rate, although some variation of background independent of source present
is observed over the test interval. Count rates were consistent across all five polar pixels
and highest in Pixel 3, as expected since it was closest to the source. The presence of the
source resulted in additional Start and Stop counts at a rate of 200–500 Hz, with the Start
and Stop count rates similar for electron mode and Stops consistently higher than Starts
for ion mode. The coincidence rates, typically <5–50 Hz for all pixels, were significantly
higher in electron mode than ion mode.
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Fig. 36 Coincident (left panel) and singles (right panel) count rates for HOPE-A Pixel 2 during exposure to
a 60 Co γ -ray source, which serves as a proxy for penetrating radiation. Neutral state (VTOF = 0 kV) measurements are shown in green, electron mode with VTOF = +1.5 kV in gray, and ion mode with VTOF = −11 kV
in yellow. Times with white background are with no source present

Geant4 modeling of HOPE of this test geometry and 60 Co source strength (including attenuation in the vacuum window) predicted singles Start and Stop count rates of ∼400 Hz,
similar to the observed counts. As described previously in the Penetrating Radiation Analysis section, the same Geant4 modeling of HOPE in the radiation belts predicted a background
coincidence rate due to penetrating radiation at <1 Hz. This combination of measurements
and analysis thus confirms that HOPE is sufficiently insensitive to the expected energetic
particle background of the radiation belts.
4.2 HOPE Observation Strategy
HOPE has several operational modes that we now describe.
4.2.1 HVSCI: Normal Science Mode
Because of the complexity of synchronizing HOPE stepping supplies with a spacecraftprovided spin pulse, HOPE uses its own clock to cycle voltages and to toggle between
ion and electron mode. Data are collected on a fixed time cadence that depends on the
duration of an energy step τESA_STEP , with the ∼12 sec electron and ion frame acquisition
time designed to be close to the nominal spacecraft spin period. This scheme simplifies
the high voltage operations since each plasma measurement always has a fixed duration.
Another consequence of this timing cadence is that the HOPE telemetry rate is solely based
on the time interval of a HOPE energy step, regardless of spacecraft spin rate. We note that
τESA_STEP is adjustable over a limited range, and in flight we set this value such that a HOPE
data frame is comparable to the actual spacecraft spin (spin rate predicted to be between
4–6 RPM). The following discussion of data projects assumes a nominal 12 sec spacecraft
spin period.
The HOPE mass spectrometer measures ions and electrons during alternate spins, and a
HOPE Master Frame in nominal science mode is therefore composed of a pair of consecutive
ion and electron data frames. A Master Frame is acquired over ∼24 sec.
Each data frame is divided into 16 azimuthal sectors, with data collected over the entire
72-step energy range for each sector (Fig. 37), giving a full energy spectrogram 16 times per
data frame. However, because of telemetry limitations, in nominal HVSCI mode data from
adjacent energy steps are combined on-board, and data are transmitted for the resulting 36
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Fig. 37 This snapshot of the ESA voltage sweep in nominal HVSCI mode shows pairing of adjacent energy
steps and interleaving of these pairs as the voltage is swept up and down. The time cadence of HOPE data
acquisition is based on the time of a single energy step τESA_STEP

energy steps. Within each sector, voltages are stepped from 0 V to the maximum value (either negative or positive) and back down in an interleaved windshield-wiper mode, to ensure
that the power supply is at 0 V when the polarity is changed. Of the 36 transmitted steps,
odd-numbered steps are collected on the way up to maximum VESA and even-numbered
steps on the way down as shown in Fig. 37. The 72 energies are thus measured in the order
1–2, 5–6, 9–10, . . . , 69–70, 72–71, 68–67, . . . , 8–7, 4–3.
As mentioned above, data from adjacent azimuthal sectors for some pixels are also combined, again for telemetry reasons, with a scheme that provides nearly equivalent solid angle
measurements for each pixel as illustrated in Fig. 38. For the ±72° polar pixels, data from
the 16 azimuthal sectors are combined in groups of 4, resulting in 4 azimuthal sectors per
HOPE data frame. For the ±36° polar pixels, data are combined in groups of 2, resulting in
8 azimuthal sectors per HOPE data frame. Data from the 0° polar pixel retains the complete
16 azimuthal measurements.
The HOPE data collection was designed to be highly flexible to accommodate different measurement strategies that might evolve based on scientific discoveries throughout the
mission. A single on-board LUT, which can be changed as necessary, includes voltage levels
for each step, combinations of voltage steps for a full scan, and combinations of scans for
a larger data collection plan. The LUT also includes energy and azimuthal summing information for each data collection mode. Table 7 shows the primary science data returned by
HOPE, whose total telemetry allocation is 9.32 kbps.
For each polar pixel and azimuthal sector, both valid coincident and non-coincident (singles) counts are reported. A valid coincidence count corresponds to a detected particle whose
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Fig. 38 The HOPE polar pixels (left panel) are centered at polar angles 0°, ±36°, and ±72°, where the
0° polar pixel views perpendicular to the spacecraft spin axis. Over a complete spin, measurements over 16
azimuthal sectors are accumulated. At higher polar angles, these azimuthal sectors overlap as shown in the
right panel
Table 7 Primary HOPE science data
Data frame

Energy
bins

Data
products

Polar
pixels

Average
spin/azim
sectors

Bits/
sample

No. per
master
framef

Data rate
[kbps]

Electron data
frame

36

4a

5

8c

8

1

1.92

Ion data
frame

36

5b

5

8c

8

1

2.40

Full TOF
matrix

36

64

2e

1d

8

2

3.07

a Coincidence events inside and outside of TOF window, Start and Stop singles counts
b Coincidence events for H+ , He+ , O+ ; total Start single counts; total Stop singles counts
c Data is acquired for all 16 azimuthal sectors for each polar pixel; azimuthal pixels are then combined from
16-16-16-16-16 to 4-8-16-8-4 for polar pixels located at −72°, −36°, 0°, +36° and +72°, respectively
d Option to select and cycle through specific pixels or azimuthal sectors
e 1 polar pixel (= one angular sector) per 2 spins; cycles through all CEMs for ions and electrons every 10

spins
f Master Frame = 24 sec assuming 12 sec spin period. Complete ion and electron histograms are acquired

during alternate spins

TOF lies within a defined TOF window for H+ , He+ , and O+ in ion mode. In electron mode,
valid electron counts correspond to coincident events within the short TOF window that is
equivalent to the H+ TOF bin in ion mode. Also in electron mode, coincidence counts within
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a longer TOF window that is far beyond any realistic electron TOF are also reported as a
measure of background coincidence rate, likely from penetrating radiation.
Total start and stop counts are also transmitted, and subtraction of valid coincident counts
from the start and stop counts yields the singles (non-coincident) counts. Inconsistency of
the singles counts relative to the expected valid coincidence counts based on derived composition provides yet another method to monitor background rates. Also, during times of
minimal penetrating radiation, the singles and valid coincidence rates are the basis for calculation of the absolute efficiency of each of the detector pixels.
Full TOF spectra (64 TOF bins with 2.5-ns bin width) are transmitted at all 36 energies
for a single spin sector per spin for 2 polar pixels. Over time, these spectra step through the
polar pixels and over azimuthal sectors 0, 4, 8, and 12 (of the 16 possible sectors), providing
TOF information over the full HOPE measurement space every 10 Master Frames. TOF
spectra are collapsed in energy and azimuthal angle in the same way as the corresponding
counters data. The exact number of reported full TOF spectra can be adjusted by the HEU to
fill the available telemetry. All data undergo 15 → 8 bit compression to maximize use of the
telemetry allocation. HOPE also routinely transmits housekeeping information, including
instrument temperatures, high and low voltage levels, CEM current monitors, and CEM
threshold levels.
4.2.2 Burst Support Mode
In addition to the routine data collection described above, HOPE can also collect data in a
burst support mode. This mode is designed to enhance wave-particle interaction science by
supporting the burst modes of the RBSP wave instruments, EMFISIS and EFW. HOPE burst
support mode uses the same data packets and total data rate as nominal science operations,
with onboard burst support LUTs used to select electron or ion mode, energy, and angle
selection. Burst support mode can be initiated in two ways. In “synoptic” mode burst support
data are collected at regular, pre-determined time intervals throughout the orbit. For initial
operations, we plan to collect one burst support Master Frame every 633 s (once every 26
Master Frames).
In “triggered” mode, HOPE collects burst support data by responding to requests sent by
the EMFISIS or EFW instruments in the shared spacecraft data packet. Requests from the
waves instruments are limited to no more than 2 spins out of 60 sequential spins for each of
the two instruments, to ensure that sufficient data are collected in normal science mode.
Up to seven unique burst support tables can be stored onboard HOPE, allowing flexibility
in the data collection. In addition, these LUTs can be updated in flight if another scheme is
deemed more useful. For example, for initial burst support operations, HOPE will operate
using a LUT that measures only electrons at 9 energy levels over nearly the full HOPE
energy range with high time resolution (0.1875 s per measurement) and with no azimuthal
compression for any of the polar pixels. These measurements focus on rapid acquisition of
a distribution function with meaningful information on the temperature anisotropy, which
requires fitting a pitch angle distribution capable of distinguishing near parallel and near
perpendicular energy spectra.
4.2.3 Space Weather Data Support
HOPE will provide data to the real time space weather telemetry stream, consisting of ion
and electron counts at 4 energies. Nominal energies for these measurements are 0.25, 0.3, 10,
and 40 keV. Measurements from Pixels 1, 2, 4, and 5 will be collapsed over all azimuthal
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angles. Measurements from Pixel 3 will be provided in eight 45◦ azimuthal bins. Space
weather data are generated at all times, but are based on energy steps from the nominal
energy table. Thus at times when a different table is being used (i.e. burst support mode),
these real time data will not represent the expected energies. Although the HOPE space
weather data represent only a small fraction of the full HOPE data set, they provide a quicklook overview of particle distributions and their variability in real time. These data will be
made available for real-time space weather modeling and forecasting efforts.
4.2.4 Data Processing Levels
The data continuously generated by the HOPE instrument will be stored on the satellite until
daily contact with a ground station. The data will be then downlinked and stored under the
control of the Mission Operation Center (MOC), which will transfer the data to the ECT
Science Operation Center (SOC) at the Los Alamos National Laboratory. These data will be
in the form of raw telemetry data, containing both science and housekeeping data used to
monitor and maintain HOPE. The ECT SOC is responsible for the processing and disseminating the HOPE scientific data and data products, which includes applying the instrument
response function and, with the HOPE team, validating the data. Higher-level products combine the data of all ECT instruments.
During normal mission operations, the MOC collects all raw telemetry during contact
times and combines these data into a daily MET (Mission Elapsed Time) Level zero (L0)
files. The ECT SOC obtains these L0 files as soon as they are available at the MOC, on a
roughly daily cadence. The first processing step is to produce Level one (L1) data, daily files
in UTC, that contain science data in count rates and state of health (SOH) data in engineering
units on standard time tags.
Level two (L2) data is the first useable science data product and consists of instrument
counts of L1 data converted to ion and electron flux as a function of energy, angle, and
species by applying the HOPE instrument response function. Also included are estimates
of backgrounds from penetrating radiation derived from HOPE. Validation of HOPE data
occurs primarily using L2 data.
L3 and L4 data products incorporate data from other RBSP instruments such as local
magnetic field direction, enabling higher level data products such as pitch angle distributions, moments, and L-shell association. L4 data products generate phase space distributions
and incorporate regional and global models, such as magnetic field models. L3 and L4 use
a common set of utilities and codes, since all ECT instrument data in L2 format have a high
degree of commonality (count rates per detector, spin sector and energy).

5 Summary
The HOPE mass spectrometer has been designed to measure plasma electron and ion fluxes
from 1 eV–50 keV and to distinguish ion composition of the three dominant species H+ ,
He+ , and O+ within the harsh environment of the Earth’s radiation belts. The HOPE measurement methodology and instrument design have been driven to reduce the potentially
enormous background from penetrating radiation in the radiation belts. Measurements made
by HOPE will thus enable discovery of the physical processes that drive the dynamics and
evolution of the radiation belts.
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Appendix: LANL Space Plasma Instrument Calibration Facility
Los Alamos National Laboratory operates the Space Plasma Instrument Calibration Facility
for test and calibration of space physics instrumentation, detector development and characterization, ultrathin foil characterization, and charged particle optics testing and characterization. The Facility consists of an ion accelerator, a Class 10,000 clean room, a nearby Class
1000 clean room, and a supporting lab in which a new electron cyclotron resonance (ECR)
ion source, capable of generating ions and charge states characteristic of the solar wind, will
be operational. All vacuum systems use hydrocarbon-free vacuum pumps (cryopumps or
oil-free turbopumps) to prevent hydrocarbon poisoning of electron multiplier detectors such
as microchannel plates (MCPs) and channel electron multipliers (CEMs). The facility has
tested and calibrated numerous subsystems and instruments on NASA missions, including
SWEPAM on ACE; SWOOPS on Ulysses; IMS and IBS on Cassini; GEM, GIM, and the
Solar Wind Concentrator on Genesis; MENA on IMAGE; the TWINS neutral atom imagers;
the IBEX-Hi neutral atom imager on IBEX; and the HOPE mass spectrometers on RBSP.
The ion accelerator provides a monoenergetic beam of atomic or molecular ions over
a broad energy range 0.4–60 keV/q where q is the ion charge. It’s microwave ion source
(Leung et al. 1985; Walther et al. 1986) generates primarily q = +1 ions and a smaller fraction of q = +2 ions from both solid and gaseous sources. Advantages of this source over
a duoplasmatron ion source include its high stability (beam current varies <5 % per hr),
ease of use, low intrinsic energy spread of <2 eV (Chamberlin et al. 1987), ability to generate (and not fail during) oxygen beam operation (Walther et al. 1987), and extremely low
maintenance requirements.
The ion beam is accelerated and focused using an electrostatic Einzel lens embedded in
the accelerator column. The beam then enters a water-cooled electromagnet located 137 cm
from the exit of the microwave cavity of the ion source. The electro-magnet has 5 exit ports
located at bend angles of 0°, ±30°, and ±60° relative to the incident ion beam; two of these
ports are dedicated beamlines, instrument calibration chamber (+60°, entrance is 242 cm
from the exit of the electromagnet) and an experimental chamber (−60°, entrance is 172 cm
from the exit of the electromagnet) for characterizing and testing smaller components and
research devoted to development of new detection technologies. Adjustable apertures in the
form of vertical and horizontal slits are located 46 cm upstream of the magnet entrance and
82 cm downstream of the magnet exit, in accordance with Barber’s rule, i.e., the upstream
and downstream transverse-beam focal points and the locus of the bend radius of the sector
magnet all lie along the same line (Barber 1933). Quadrupole electrostatic deflection plates
(two for vertical deflection and two for horizontal deflection) have inner radii 1.0 cm and
length 17.8 cm and are located 100 cm after the exit of the electromagnet and ∼165 cm
upstream of the aperture of an instrument in the calibration chamber. A DC voltage applied
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Fig. 39 The calibration chamber pressure is shown as a function of pumpdown time for the HOPE A and
B flight units for Phase 3 calibration (after detector refurbishment and flight HVPS installation). After initial
pumpdown, the pressure decreased with a characteristic time constant of 11.3 days

to these plates steers the beam, and a periodic bipolar triangular waveform voltage applied on
top of this DC level (at slightly different vertical and horizontal frequencies) enables raster
scanning of the beam over a broad area. The measured mass resolution of the accelerator is
m/m > 200.
The intrinsic angular divergence of a typical ion beam is ≤0.07° at the instrument calibration chamber, as measured using an imaging microchannel plate detector located in the
calibration chamber. The maximum divergence of the beam at the edge of a 2 cm wide
aperture at the entrance of an instrument is 0.35°.
An electron source (Henderson et al. 2012) based on UV photoelectron emission from an
aluminum photocathode was developed and used for HOPE electron testing and calibration.
UV photons with sufficient energy to generate photoelectrons from an Al 6061 plate were
generated using a light emitting diode (LED) (Thorlabs Model LED260W) and accelerated
through a 12-in-dia aperture. The maximum electron energy attained was 20 keV. Helmholtz
coils were installed to cancel the Earth’s magnetic field and prevent deflection of the electron
beam, enabling calibration at electron energies as low as 0.6 keV.
The calibration chamber is 1.4-m diameter ×1.0-m wide (∼1500 liters). Three cryopumps are used for high pumping speed and for cleanliness, especially to minimize hydrocarbon contamination, to which CEM and MCP detectors are particularly susceptible. The
chamber pressure was typically at 5 × 10−8 Torr with a flight instrument installed, and the
pumpdown rates for the HOPE A and B flight mass spectrometers are shown in Fig. 39. The
chamber has an instrument platform with computer-controlled polar, azimuthal, and linear
(perpendicular to beam axis) motions. Vibration, shock, thermal, and EMI/EMC testing facilities in the same building complex were used for HOPE.
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